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1.1 Fog Unit 

The fog unit is used to blend the incoming fragment’s color or Z (generated by the color 
DDA unit, and potentially  modified by the texture unit) with a predefined fog color. Fogging 
can be used to simulate atmospheric fogging, and also to depth cue images. 

Fog application has two stages:  

��� GHULYH�WKH�IRJ�LQGH[�IRU�D�IUDJPHQW���

��� DSSO\�WKH�IRJJLQJ�HIIHFW���

 

The fog index is a value which is interpolated over the primitive using a DDA in the same 
way color and depth are interpolated. The fogging effect is applied to each fragment using 
one of the equations described below. 

Note: Although fog values are linearly interpolated over a primitive they can be 
calculated on the host using either a linear fog function (typically for simple 
fog effects and depth cueing) or a more complex function e.g. an exponential 
function to model atmospheric attenuation.. 
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������ ������	
���
����
�����
The fog index can be derived from specified fog values in FStart, dFdX and dFdYDom, or 
from the Depth DDA values.  This option is selected with the UseZ bit in the FogMode 
register. 

The fog DDA is used to interpolate the fog index (f) across a primitive. The mechanics are 
similar to those of the other DDA units, as the diagram below illustrates: 

 
 
Figure 1-1 Fog Interpolation Over A Triangle 

 

where: 

• G)G;� �)RJ�JUDGLHQW�LQ�WKH�;�GLUHFWLRQ��

• G)G\'RP� �)RJ�JUDGLHQW�DORQJ�WKH�GRPLQDQW�HGJH�RI�D�SULPLWLYH��

 

Note: For fogged lines the dFdx delta is not required. 

 

The fog interpolation values (e.g. Fstart) are specified as 32bit fixed point numbers - the 
format is 2’s complement with 10 bits integer and 22 bits fraction.  However the derived fog 
index is an 8-bit fixed point number (0 bits integer, 8 bit fraction). 

The DDA only exports a relatively narrow range (+511 to -512) compared to the range of 
depths so the software needs to be careful when setting up the DDA.  There are four 
cases: 

• �,I�DOO�WKH�YHUWLFHV�DUH�LQ�WKH�QHDU�UDQJH�WKHQ�WKH�''$�VKRXOG�EH�VHW�XS�WR�RXWSXW�����ZLWK�D�GHOWD�RI�

�����

• � ,I�DOO�WKH�YHUWLFHV�DUH�LQ�WKH�IDU�UDQJH�WKHQ�WKH�''$�VKRXOG�EH�VHW�XS�WR�RXWSXW�����ZLWK�D�GHOWD�RI�

�����

• � ,I�DOO�WKH�YHUWLFHV�DUH�ZLWKLQ�WKH�''$
V�UDQJH�WKHQ�WKH�''$
V�SDUDPHWHUV�DUH�VHW�XS�DV�QRUPDO��

• � 2QH�RU�PRUH�RI�WKH�YHUWLFHV�DUH�RXW�RI�WKH�''$
V�UDQJH�DQG�PXVW�EH�FODPSHG�EHIRUH�WKH�''$
V�

SDUDPHWHUV�DUH�VHW�XS����7KLV�ZLOO�RQO\�RFFXU�RQ�YHU\�ODUJH�SRO\JRQV�ZKLFK�H[WHQG�IURP�QHDU�WKH�

H\H�SRLQW�LQWR�WKH�IDU�GLVWDQFH�����
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The result of clamping the input values to the DDA will be to change the effective position 
and width of the fog band (i.e. middle range), but this is unlikely to be noticeable.  If it is 
noticeable then tessellating the polygon will solve the problem. 

�������� =�FRQWUROOHG�)RJ�

The fog value (direct or mapped via the table) can be derived from the interpolated Z 
value. If the UseZ bit is set in FogMode then the fog DDA is loaded by the Z DDA 
parameters and tracks the Z value over the primitive.  The 2’s complement 32 bit Z value 
from the DDA output is mapped to the 8 bit fog index as follows:   

• &ODPS�=�IURP�WKH�''$�VR�LW�LV�JUHDWHU�WKDQ�RU�HTXDO�WR����

• $GG�LQ�WKH�=)RJ%LDV�DQG�FODPS�DJDLQ�WR�EH�JUHDWHU�WKDQ�RU�HTXDO�WR����

• 6KLIW�ULJKW�E\�=6KLIW�DPRXQW��

• &ODPS�DJDLQVW�����VR�WKH�UHVXOW�LV�OHVV�WKDQ�RU�HTXDO�WR�������7KLV�LV�WKH�IRJ�LQGH[��

The bias sets a Z value below which no blending occurs.  The scale value selects the 
range (as a power of 2) beyond which the fog color is used (because the fog index is set to 
255).   

������ �����	
���
Initially, the fog values populate a span register and an increment register tracks progress 
along the Dominant edge.  Both f-controlled and Z-controlled fog produce the 8-bit index 
values which can be directly applied to interpolation or stored as a table for use in 
producing more complex (non-linear) fogs with host intervention.  The Fog Table is 
selected using theTable bit in the FogMode register.   

The fog table is organised as 256 x 8 so the 8 bit input fog index is mapped to an 8 bit 
output fog index.  The fog table is held in the FogTable(0) to FogTable(63) registers and 
each register loads 4 entries at a time.  FogTable0, byte 0 loads the mapping for fog index 
0, byte 1 for fog index 1, etc.. 

����
� ����������	�����
Once the fog indices are calculated they are applied to interpolate the fog color and the 
current color, the controlling equations depending on whether the colors are represented in 
RGBA ro CI mode.  The mode selection is made with the ColorMode bit in FogMode. 

�������� 5*%$�)RJJLQJ�(TXDWLRQ�

Fogging is applied differently depending on the color mode. For RGBA mode the fogging 
equation is 

 
where: 

• 9� �RXWJRLQJ�FRORU�

• )&� �IRJ�FRORU�

• &� �LQFRPLQJ�IUDJPHQW�FRORU�

• ),� �IRJ�LQGH[�
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The equation is applied to the color components red, green and blue; alpha is not 
modified.  

The diagram below shows how the fogging would typically affect fragments. Initially no 
fogging occurs, f ≥ 1.0, then a region of linear combination of the fragment color and fog 
color occurs 0.0 < f < 1.0, followed by a region of constant fog color, f ≤ 0.0. 

 

�������� &,�)RJJLQJ�(TXDWLRQ�

In CI mode the equation is: 

 

� �
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Note: The CI value is held only in the red channel for later use, but doing the same 
equation on all colour channels keeps the control simpler.  Clamping is 
needed as the result can overflow the 8 bit colour component range. 

������ �����	
��
��
�
��
The FogMode register is used to enable and disable fogging (qualified by the fog 
application bit in the Render command register). 

FogMode 
FogModeAnd 
FogModeOr 

1DPH� 7\SH� 2IIVHW� )RUPDW�

)RJ0RGH� )RJ� �[����� %LWILHOG�

)RJ0RGH$QG� )RJ� �[$&��� %LWILHOG�/RJLF�0DVN�

)RJ0RGH2U� )RJ� �[$&��� %LWILHOG�/RJLF�0DVN�

� &RQWURO�UHJLVWHUV� �

� � � �

%LWV�

�

1DPH� 5HDG� :ULWH� 5HVHW� 'HVFULSWLRQ�

�� (QDEOH� ✔ ✔ [� 7KLV�ELW��ZKHQ�VHW��DQG�TXDOLILHG�E\�WKH�)RJ(QDEOH�ELW�

LQ�WKH�5HQGHU�FRPPDQG�FDXVHV�WKH�FXUUHQW�IUDJPHQW�

FRORU�WR�EH�PRGLILHG�E\�WKH�IRJ�FRHIILFLHQW�DQG�

EDFNJURXQG�FRORU��

�� &RORU0RGH� ✔ ✔ [� 7KLV�ELW�VHOHFWV�WKH�FRORU�PRGH���7KH�WZR�RSWLRQV�DUH��

�� �5*%���7KH�5*%�IRJ�HTXDWLRQ�LV�XVHG��

�� �&,���7KH�&RORU�,QGH[�IRJ�HTXDWLRQ�LV�XVHG��

�� 7DEOH� ✔ ✔ [� 7KLV�ELW��ZKHQ�VHW��FDXVHV�WKH�)RJ�,QGH[�WR�EH�PDSSHG�

YLD�WKH�)RJ7DEOH�EHIRUH�LW�FRQWUROV�WKH�EOHQGLQJ�

EHWZHHQ�WKH�IUDJPHQW
V�FRORU�DQG�WKH�IRJ�FRORU��

RWKHUZLVH�WKH�''$�YDOXH�LV�XVHG�GLUHFWO\��

�� 8VH=� ✔ ✔ [� 7KLV�ELW��ZKHQ�VHW��FDXVHV�WKH�''$�WR�EH�ORDGHG�ZLWK�

WKH�=�''$�YDOXHV�LQVWHDG�RI�WKH�)RJ�''$�YDOXHV���,W�

DOVR�DGMXVWV�WKH�FODPSLQJ�RI�WKH�''$�RXWSXW��

�«�� =6KLIW� ✔ ✔ [� 7KLV�ILHOG�VSHFLILHV�WKH�DPRXQW�WKH��]�IURP�''$���

]%LDV��LV�ULJKW�VKLIWHG�E\�EHIRUH�LW�LV�FODPSHG�DJDLQVW�

����DQG�WKH�ERWWRP���ELWV�XVHG�DV�WKH�IRJ�LQGH[���7KLV�

VKRXOG�DOVR�WDNH�LQWR�DFFRXQW�WKH�QXPEHU�RI�GHSWK�

ELWV�WKHUH�DUH��
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�� ,QYHUW),� ✔ ✔ [� 7KLV�ELW��ZKHQ�VHW��LQYHUWV�WKH�IRJ�LQGH[�EHIRUH�LW�LV�

XVHG�WR�LQWHUSRODWHV�EHWZHHQ�WKH�IUDJPHQW
V�FRORU�DQG�

WKH�IRJ�FRORU���7KLV�LV�XVXDOO\���ZKHQ�IRJ�YDOXHV�DUH�

XVHG�DQG���IRU�=�YDOXHV���)RJ�YDOXHV�DUH�VHW�XS�VR�WKH\�

GHFUHDVH�ZLWK�LQFUHDVLQJ�GHSWK�DQG�REYLRXVO\�=�YDOXHV�

LQFUHDVH�ZLWK�LQFUHDVLQJ�GHSWK��

��«��� 8QXVHG�� �� �� [� �

 
Figure 1-2 FogMode Register 
�

In addition to the ColorMode, Table and UseZ bits, FogMode allows inversion of the fog 
index before interpolation using InvertFI.   

������ �����	
��
��
A Gouraud shaded, fogged RGBA trapezoid, with the fog color set to white: 

 
// Enable the color DDA unit in Gouraud shading 
// mode 
colorDDAMode.UnitEnable = Permedia3_ENABLE 
colorDDAMode.Shade = Permedia3_GOURAUD_SHADE_MODE 
ColorDDAMode(colorDDAMode)  
// Enable the Fog unit 
fogMode.FogEnable = Permedia3_TRUE 
fogMode.ColorMode = Permedia3_RGBA_MODE 
FogMode(fogMode) 
// Set the fog color to white 
FogColor(0xFFFFFFFF) 
// Load the color start values and deltas for 
// dominant edge and the body of the trapezoid 
 
Rstart() // Set-up the red component start value 
dRdX() // Set-up the red component increments 
dRdYDom() 
Gstart() // Set-up the green component start value 
dGdX() // Set-up the green component increments 
dGdYDom() 
Bstart() // Set-up the blue component start value 
dBdX() // Set-up the blue component increments 
dBYDom() 
 
// Load the start value and delta for dominant edge 
// and the body of the trapezoid 
// Note that the fog deltas are calculated in the 
// same way as the color deltas 
 
FStart() // Set-up the fog component start value 
dFdX() // Set-up the fog component increments 
dFdYDom() 
 
// When issuing a Render command the FogEnable bit 
// should be set in addition to the fog unit being 
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// enabled: 
// render.FogEnable = PERMEDIA3_TRUE 

1.2 Antialiasing 

Antialias application controls the way the coverage value generated by the rasterizer 
combines with the color generated in the color DDA units. The application depends on the 
color mode - RGBA or Color Index (CI). 

������ ����	
�	�����
�
	�����
When antialiasing is enabled by setting the AntialiasMode Enable bit and the Render 
register’s CoverageEnable bit, the fragment’s color and alpha is weighted by the 
percentage area of the pixel covered by the fragment.  The coverage weighting is 
determined by the Rasteriser and varies from 0 to 100% "saturation".    

If antialiasing is not enabled the fragment is forwarded for alpha testing. 

The mode (RGBA or CI) is set using the ColorMode bit in the AntialiasMode register.  In 
RGBA mode the color value is multiplied by the coverage value calculated in the rasterizer 
(its range is 0% to 100%). The RGB values remain unchanged unless the ScaleColor bit is 
also set.  Color scaling is not required by OGL and may reduce performance. 

In CI mode the coverage value is placed in the lower 4 bits of the color field. The Color 
Look Up Table is assumed to be set up such that each color has 16 intensities associated 
with it, one per coverage entry. 

������ ��
���������	
�	�����
A number of issues should be considered when using Permedia3 to render antialiased 
polygons. Depth buffering cannot be used with Permedia3 antialiasing. This is because the 
order the fragments are combined in is critical in producing the correct final color. Polygons 
must therefore be depth sorted, and rendered front to back, using the alpha blend modes: 
SourceAlphaSaturate for the source blend function and One for the destination blend 
function. In this way the alpha component of a fragment represents the percentage pixel 
coverage, and the blend function accumulates coverage until the value in the alpha buffer 
equals one, at which point no further contributions can be made to a pixel. 

Although this technique works well in many cases, it is an approximation. Consider the 
case below which shows three polygons of equal depth which intersect a single pixel. In 
this case there would ideally be a contribution from each of the polygons. However, if the 
rendering order is polygon A followed by polygon B, each of which contributes 
approximately 50% pixel coverage, then polygon C will make no contribution to the pixel as 
the alpha value is saturated (50%+50%=100%). 
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Figure 1-3 Polygon Antialiasing 
 

When antialiasing general scenes with no restrictions on rendering order, the accumulation 
buffer is the preferred choice. This is indirectly supported on Permedia3 via image 
uploading and downloading, with the accumulation buffer residing on the host. 

When antialiasing, interpolated parameters which are sampled within a fragment (color, 
fog and texture), sometimes are not representative of a continuous sampling of a surface 
so care should be taken when rendering smooth shaded antialiased primitives. This 
problem does not occur in aliased rendering, as the sample point is consistently at the 
center of a pixel. 

See The OpenGL Programming Guide for more details of antialiasing. 

������ ���	
���
�
The AntialiasMode register provides the enables described earlier. 

 

� 7\SH� 2IIVHW� )RUPDW�

$QWLDOLDV0RGH� $OSKD�7HVW� �[������ %LWILHOG�

$QWLDOLDV0RGH$QG� $OSKD�7HVW� �[�$%)�� %LWILHOG�/RJLF�0DVN�

$QWLDOLDV0RGH2U� $OSKD�7HVW� �[�$%)�� %LWILHOG�/RJLF�0DVN�

� &RQWURO�UHJLVWHUV� � �

� � � �

%LWV�

�

1DPH� 5HDG� :ULWH� 5HVHW� 'HVFULSWLRQ�

�� (QDEOH� ✔ ✔ [� :KHQ�VHW�FDXVHV�WKH�IUDJPHQW
V�DOSKD�YDOXH�WR�EH�

VFDOHG�XQGHU�FRQWURO�RI�WKH�UHPDLQLQJ�ELWV�LQ�WKLV�

UHJLVWHU�DQG�WKH�FRYHUDJH�YDOXH���:KHQ�WKLV�ELW�LV�FOHDU�

WKH�IUDJPHQW
V�DOSKD�YDOXH�LV�QRW�FKDQJHG��

äÊrÊ
�Ã>L�iÊ
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£ÊrÊ��>L�i�

�� &RORU�0RGH� ✔ ✔ [� 7KLV�ELW�GHILQHV�WKH�FRORU�IRUPDW�WKH�IUDJPHQW
V�FRORU�

LV�LQ��

äÊrÊ-�
�Ê

£ÊrÊ���

�� 6FDOH�&RORU� ✔ ✔ [� 7KLV�ELW��ZKHQ�VHW�DOORZV�WKH�FRYHUDJH�YDOXH�WR�VFDOH�

WKH�5*%�FRPSRQHQWV�DV�ZHOO�DV�WKH�DOSKD�FRPSRQHQW���

:KHQ�WKLV�ELW�LV�UHVHW�RQO\�WKH�DOSKD�FRPSRQHQW�LV�

VFDOHG���7KLV�DOORZV�DQWLDOLDVLQJ�RI�SUH�PXOWLSOLHG�

LPDJHV�XVHG�LQ�FRPSRVLWLQJ��

� 8QXVHG�� �� �� [� �

Figure 1-4 AntialiasMode Register 
For the coverage application to take place the enable in the AntialiasMode register must 
be qualified by the CoverageEnable bit in the Render command register. 

������ ���	
�	
��
�
�����
Enable antialiasing for a RGBA  primitive: 

�
// Set AA application for RGBA primitive 
antialiasMode.AntialiasEnable = PERMEDIA3_TRUE 
antialiasMode.ColorMode = PERMEDIA3_TRUE 
AntialiasMode(antialiasMode) 
// Set the blend mode to an appropriate value if 
// blending is required.  Not shown. 
// When issuing a Render command the CoverageEnable 
// bit should be set in addition to the antialias 
// unit being enabled: 
// render.CoverageEnable = PERMEDIA3_TRU�

1.3 Alpha Test Unit 

The alpha test compares a fragment’s alpha value with a reference value. Alpha testing is 
not available in color index (CI) mode. 

������ ����
������
The alpha test conditionally rejects a fragment based on the comparison between a 
reference alpha value and one  associated with the fragment, the available tests are: 

Ê

0RGH� &RPSDULVRQ�)XQFWLRQ� 0RGH� &RPSDULVRQ�)XQFWLRQ�

�� 1HYHU� �� *UHDWHU�

�� /HVV� �� 1RW�(TXDO�

�� (TXDO� �� *UHDWHU�7KDQ�RU�(TXDO�

�� /HVV�7KDQ�RU�(TXDO� �� $OZD\V�

Table 1.1 Alpha Test Comparison Tests 
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The sense of the test is such that if the comparison mode is set to Less and the reference 
value is set to 0x80, then fragments with alpha values between 0x0 and 0x7F will pass the 
test and fragments with alpha values between 0x80 and 0xFF will fail the test and be 
rejected. 

������ ���	
���
�
The AlphaTestMode register controls the alpha test: 

Ê

1DPH� 7\SH� 2IIVHW� )RUPDW�

$OSKD7HVW0RGH� $OSKD%OHQG� �[������ %LWILHOG�

$OSKD7HVW0RGH$QG� $OSKD%OHQG� �[�$%)�� %LWILHOG�/RJLF�0DVN�

$OSKD7HVW0RGH2U� $OSKD%OHQG� �[�$%)�� %LWILHOG�/RJLF�0DVN�

� &RQWURO�UHJLVWHUV� � �

� � � �

%LWV�

�

1DPH� 5HDG� :ULWH� 5HVHW� 'HVFULSWLRQ�

�� (QDEOH� ✔ ✔ [� :KHQ�VHW�FDXVHV�WKH�IUDJPHQW
V�DOSKD�YDOXH�WR�EH�

WHVWHG�XQGHU�FRQWURO�RI�WKH�UHPDLQLQJ�ELWV�LQ�WKLV�

UHJLVWHU���,I�WKH�DOSKD�WHVW�IDLOV�WKHQ�WKH�IUDJPHQW�LV�

GLVFDUGHG���:KHQ�WKLV�ELW�LV�FOHDU�WKH�IUDJPHQW�DOZD\�

SDVVHV�WKH�DOSKD�WHVW��

�� �'LVDEOH� �� �(QDEOH�

�«�� &RPSDUH� ✔ ✔ [� 7KLV�ILHOG�GHILQHV�WKH�XQVLJQHG�FRPSDULVRQ�IXQFWLRQ�

WR�XVH���7KH�RSWLRQV�DUH��

� �� �1HYHU� �� �/HVV�

� �� �(TXDO�� �� �/HVV�(TXDO�

� �� �*UHDWHU� �� �1RW�(TXDO�

� �� �*UHDWHU�(TXDO� �� �$OZD\V�

7KH�FRPSDULVRQ�RUGHU�LV�DV�IROORZV��

UHVXOW� �IUDJPHQW��$OSKD�&RPSDUH�)XQFWLRQ���

UHIHUHQFH��$OSKD��

�«��� 5HIHUHQFH� ✔ ✔ [� 7KLV�ILHOG�KROGV�WKH���ELW�UHIHUHQFH�DOSKD�YDOXH�XVHG�LQ�

WKH�FRPSDULVRQ��

��«��� 8QXVHG�� �� �� [� �

Figure 1-5 AlphaTestMode Register 

������ 
�������
����������
Set the alpha test mode to be LESS and the reference value to be 0x80: 

// Enable unit and set modes 
alphaMode.UnitEnable = Permedia3_ENABLE 
alphaMode.Compare = Permedia3_ALPHA_COMPARE_MODE_LESS 
alphaMode.Reference = 0x80 
AlphaMode(alphaMode) // Load register 



Permedia3 Programmer’s Guide Volume II Fog, Antialias and Alpha Test 

�'labs Proprietary and Confidential 19�

// Render primitives 
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��
�������������	
����
����	

Before rendering can take place Permedia3 must be configured to perform the correct 
framebuffer read and write operations. Framebuffer read and write modes affect the 
operation of alpha blending, logic ops, writemasks, image upload/download operations and 
the updating of pixels in the framebuffer. 

The framebuffer read and write units are set up in different ways depending on whether 
Span Operations are being used. Normally, span operations are used for 2D rendering in 
order to maximize memory bandwidth. Span operations allow multiple pixels to be read 
and processed in parallel. The following sections discuss the use of the framebuffer read 
and write units for both standard operation and span operations. 

������ ����	�
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The FBSourceReadMode and FBDestReadMode registers allows Permedia3 to be 
configured to make 0, 1 or 2 reads of the framebuffer. The following are the most common 
modes of access to the framebuffer: 

�� Rendering operations with no logical operations, software writemasking or alpha 
blending. In this case no read of the framebuffer is required and framebuffer writes 
should be enabled. 

�� Rendering operations which use logical ops, software writemasks or alpha blending. In 
these cases the destination pixel must be read from the framebuffer and framebuffer 
writes must be enabled.  (Here set-up varies depending what functionality is required. If 
alpha blending, logic ops or software writemasks are used the framebuffer is read twice 
i.e. both the source and the destination. When alpha blending and logic ops are not 
needed, and hardware writemasks are used (or when the software writemask allows 
updating of all bits in a pixel) only one read is required.) 

�� Image upload. This requires reading of the destination framebuffer pixels to be enabled 
and framebuffer writes to be disabled. 

�� Image download. This case requires no framebuffer reads (as long as  software 
writemasking, alpha blending and logic ops are disabled) but writes must be enabled. 

The data read from the framebuffer may be tagged either FBDefault (data which may be 
written back into the framebuffer or used in some manner to modify the fragment color) or 
FBColor (data which will be uploaded to the host). Table 2.2 Framebuffer Read/Write 
Modes summarizes the framebuffer read/write control for common rendering operations\Ê

Ê

5HDG6RXUFH� 5HDG�

'HVWLQDWLRQ�

:ULWHV� 5HDG�'DWD�

7\SH�

5HQGHULQJ�2SHUDWLRQ�

'LVDEOHG� 'LVDEOHG� (QDEOHG� �� 5HQGHULQJ�ZLWK�QR�ORJLFDO�RSHUDWLRQV��VRIWZDUH�

ZULWHPDVNV�RU�EOHQGLQJ��



 Video Unit and RAMDAC  GLINT R5 Reference Guide Volume I�

22 Proprietary and Confidential �(labs�

'LVDEOHG� 'LVDEOHG� (QDEOHG� �� ,PDJH�GRZQORDG��

'LVDEOHG� (QDEOHG� 'LVDEOHG� )%&RORU� ,PDJH�XSORDG��

(QDEOHG� 'LVDEOHG� (QDEOHG� )%'HIDXOW� ,PDJH�FRS\�ZLWK�KDUGZDUH�ZULWHPDVNV�DQG�QR�

DOSKD�EOHQGLQJ�RUORJLFDO��RSHUDWLRQV�

'LVDEOHG� (QDEOHG� (QDEOHG� )%'HIDXOW� 5HQGHULQJ�XVLQJ�ORJLFDO�RSHUDWLRQV��VRIWZDUH�

ZULWHPDVNV�RU�EOHQGLQJ��

(QDEOHG� (QDEOHG� (QDEOHG� )%'HIDXOW� ,PDJH�FRS\�ZLWK�VRIWZDUH�ZULWHPDVNV��DOSKD�

EOHQGLQJ�RU�ORJLF�RSV��

Table 2.2 Framebuffer Read/Write Modes 

������ ����	
���	��
	����������	��������
As well as performing standard, single pixel at a time, read operations the framebuffer read 
unit can be used to process span operations. The simplest type of operation is where a 
span mask is presented to the read unit and the ReadSource bit is enabled. This will cause 
the unit to read a complete span of pixels from the framebuffer in a 64-bit packed format. 
The data is always read as a set of 64 bit words. This allows maximum use of both 
memory and core bandwidth since multiple pixels are being processed. 

Since a span mask may not necessarily have all its bits set to 1 (i.e. only a subset of pixels 
in the span need to be processed), it would be wasteful of memory bandwidth to always 
read the complete span. For example, at the right hand edge of a rectangle which is being 
copied, we want the read unit to onlyÊread up to the rightmost pixel but not beyond. 
Whether a 64 bit word is read depends on the corresponding bit values in the span mask. 
Since each bit in the mask represents a pixel, either 1, 2 or 4 bits will represent a 32 bit 
word for the depths 32, 16 and 8 bits respectively. If the group of bits representing a 32 bit 
word is non-zero then the corresponding 32 bits will be read from the framebuffer. Thus: 

• DW����ELWV�SHU�SL[HO��D�VLQJOH�ELW�LQ�WKH�VSDQ�PDVN�FRUUHVSRQGV�WR����ELWV�LQ�WKH�IUDPHEXIIHU�DQG����

ELW�ZRUGV�ZLOO�EH�UHDG�RQO\�DW�WKRVH�ORFDWLRQV�ZKHUH�WKH�FRUUHVSRQGLQJ�ELW�LQ�WKH�VSDQ�PDVN�LV�D����

• DW����ELWV�SHU�SL[HO����ELWV�LQ�WKH�VSDQ�PDVN�UHSUHVHQW����ELWV�LQ�WKH�IUDPHEXIIHU��$����ELW�ZRUG�ZLOO�

EH�UHDG�RQO\�DW�WKRVH�ORFDWLRQV�ZKHUH�WKH�FRUUHVSRQGLQJ���VSDQ�ELWV�IRUP�D�QRQ�]HUR�YDOXH��

• DW���ELWV�SHU�SL[HO��D����ELW�ZRUG�ZLOO�EH�UHDG�RQO\�DW�WKRVH�ORFDWLRQV�ZKHUH�WKH�FRUUHVSRQGLQJ���

VSDQ�ELWV�IRUP�D�QRQ�]HUR�YDOXH��

The number of 32bit words read from the framebuffer is thus a function of the span mask 
and the number of bits per pixel, though this is not normally of interest to the programmer. 
However, the number of 32bit words becomes important for span operations where the 
data is downloaded from theÊhost. For example, an image download operation using a 
span operation only requires those 32 bit words which contain required pixel data to be 
downloaded. Some examples of this are given later.Ê

������ �	��	�������������	��������
To understand the way in which the read units works we will examine the way in which a 
span operation with a logic op works. In particular we consider the case where both 
ReadSource and ReadDestination bits are set in the FBReadMode register.  For example, 
this would be the case when copying data within the framebuffer with an xor logic op. 
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To perform this operation, the framebuffer read unit must read both a source span of data 
and a destination span of data. These spans must then be merged so that the data 
presented to the logic op unit consists of source and destination pairs. Since the logic op 
unit can combine up to 32 bits at a time, the data can be presented in the form of packed 
32 bit words (at 8 bits per pixel this means that the logic op unit can work on 4 pixels at a 
time). 

It would be wasteful of memory bandwidth to read 32 bits from the source followed by 32 
bits from the destination. This would result in too many memory page breaks. So the read 
unit reads a complete source span and stores it internally in a data area known as the 
Pattern RAM. Then the destination span is read. As the destination span is read, it is 
merged with the saved source span data so that the data which the logical op unit sees 
comprises corresponding sections of source and destination data. The logic op unit can 
then combine this data and present a series of 32 bit results to the framebuffer write unit. 

The Pattern RAM is so named because it can be used for pattern filling operations as well 
as a temporary store for source pixel data.. 
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In this chapter we discuss alpha blending. The alpha blend unit performs opacity 
calculations on the color and alpha components of pixel fragments according to functions 
defined in the color mode and alpha mode alpha blend registers. 

In this section we discuss: 

• 6RXUFH�%OHQGLQJ�)XQFWLRQV�

• 'HVWLQDWLRQ�%OHQGLQJ�)XQFWLRQV�

• &RORU�&RPSRQHQW�$OSKD�%OHQGLQJ�

• $OSKD�&RPSRQHQW�$OSKD�%OHQGLQJ�

• &RQWH[W�6ZLWFKLQJ�

• �5HJLVWHUV�

• 5HDGEDFN�

3.1 Introduction 

The alpha value is an opacity gradient, with the value of 0 representing complete 
transparency and a value of 1 representing complete opacity. 

Both source and destination pixels have associated blending functions that perform 
calculations to set opacity values before blending the two pixel values occurs. 

������ ����	�
���
�����������
Alpha blending functions are performed on both color components and alpha components.  

The alpha blend unit performs the following functions: 

• &DOFXODWHV�RSDFLW\�RQ�LQFRPLQJ��VRXUFH��SL[HO�LQIRUPDWLRQ�

• &DOFXODWHV�RSDFLW\�RQ�H[LVWLQJ�IUDPHEXIIHU��GHVWLQDWLRQ��SL[HO�LQIRUPDWLRQ�

• %OHQGV�WKH�VRXUFH�DQG�GHVWLQDWLRQ�SL[HO�LQIRUPDWLRQ�LQWR�D�QHZ�SL[HO�YDOXH�

������ ����	�
���
�����������
The alpha blend registers comprise the following segments: 

• $OSKD�%OHQG�&RORU�2SHUDWLRQV�

• $OSKD�%OHQG�$OSKD�2SHUDWLRQV�

• $OSKD�6RXUFH�&RORU�$VVLJQPHQWV�

• $OSKD�'HVWLQDWLRQ�&RORU�$VVLJQPHQWV�

• &KURPD�7HVW�2SHUDWLRQV�

• �'�&RQILJXUDWLRQ�2SHUDWLRQV�

• &RQWH[W�2SHUDWLRQV�
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Blending occurs in color mode and alpha mode alpha blend registers, called 
AlphaBlendColorMode and AlphaBlendAlphaMode, respectively.  

The AlphaBlendColorMode register assigns blend functions to color components R, G 
and B, and the AlphaBlendAlphaMode register assigns a blend function to the alpha 
component, A. 

3.2 Source Blending Functions 

Source blending function components are defined in the source blend segment of the 
alpha blend color mode register and the alpha blend alpha mode register.  

The color mode register name is AlphaBlendColorMode, and its segment is called 
SourceBlend. The alpha mode register name is AlphaBlendAlphaMode, and its segment is 
called SourceBlend. SourceBlend functions are defined in . The functions correspond to 
OpenGL source blending parameters. 

������ ���	
���
�����
�	��	��
The alpha blend unit, combines the fragment’s color value with that stored in the 
framebuffer, using the blend equation: 
&R� �&V6���&G'�

where: Co is the output color, Cs is the source color  (calculated internally) and Cd is the 
destination color read from the framebuffer. 

The source blending function, S, and the destination blending function, D, are defined in 
the following tables. These tables assume a number range of 0.0 to 1.0. 

Ê

0RGH� 9DOXH� 5� *� %� $�

�� =HUR� �� �� �� ��

�� 2QH� �� �� �� ��

�� 'HVWLQDWLRQ�&RORU� 5G� *G� %G� $G�

�� 2QH�0LQXV�'HVWLQDWLRQ�&RORU� ����5G� ����*G� ����%G� ����$G�

�� 6RXUFH�$OSKD� $V� $V� $V� $V�

�� 2QH�0LQXV�6RXUFH�$OSKD
�� ����$V� ����$V� ����$V� ����$V�

�� 'HVWLQDWLRQ�$OSKD� $G� $G� $G� $G�

�� 2QH�0LQXV�'HVWLQDWLRQ�$OSKD� ����$G� ����$G� ����$G�� ����$G�

�� 6RXUFH�$OSKD�6DWXUDWH� PLQ�RI�
�$V������$G��

PLQ��RI�
�$V������$G��

PLQ�RI�
�$V������$G��

��

��������������������������������������������������������������������

�2QH�0LQXV�9DOXH�LV�VRPHWLPHV�UHIHUUHG�WR�DV�,QYHUVH�9DOXH��
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Table 3.3 Source Blending Functions 

 
The terms in the equations are in the form Cxy, where x denotes source component (s) or 
destination component (d), and y denotes color component r, g, b, or a, for Red, Green, 
Blue, or Alpha, respectively. 

Note: The equations in Table 8.18 are defined as floating point numbers. All source 
color component values are in the range 0 to 1.0 inclusive. 

0RGH� 9DOXH� 5� *� %� $�

�� =HUR� �� �� �� ��

�� 2QH� �� �� �� ��

�� 6RXUFH�&RORU� 5V� *V� %V� $V�

�� 2QH�0LQXV�6RXUFH�&RORU� ����5V� ����*V� ����%V� ����$V�

�� 6RXUFH�$OSKD� $V� $V� $V� $V�

�� 2QH�0LQXV�6RXUFH�$OSKD� ����$V� ����$V� ����$V� ����$V�

�� 'HVWLQDWLRQ�$OSKD� $G� $G� $G� $G�

�� 2QH�0LQXV�'HVWLQDWLRQ�$OSKD� ����$G� ����$G� ����$G�� ����$G�

Table 11.4  Destination Blending Functions 

3.3 Destination Blending Functions 

Destination blending function components are defined in the destination blend segment of 
the alpha blend color mode register and the alpha blend alpha mode register.  

The color mode register name is AlphaBlendColorMode, and its segment is called 
DestBlend. The alpha mode register name is AlphaBlendAlphaMode, and its segment is 
called DestBlend.  

The destination blending functions are defined in The Permedia3 Reference Guide. The 
functions correspond to OpenGL source blending parameters. 

If the blend operations require any destination color components then the framebuffer read 
mode must be set appropriately. 

In some situations blending is desired when no retained alpha buffer is present. In this 
case the alpha value which is considered to be read from the framebuffer will be set to 1.0. 
The NoAlphaBuffer bit in the AlphaBlendAlphaMode register controls this. 

See The OpenGL Reference Manual and The OpenGL Programming Guide from Addison-
Wesley for more details of alpha blending. 

The terms in the equations in  are in the form Cxy, where x denotes source component (s) 
or destination component (d), and y denotes color component r, g, b, or a, for Red, Green, 
Blue, or Alpha, respectively. 

These equations in  are defined as floating point numbers. All source color component 
values should be in the range 0 to 1.0 inclusive. 
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When the AlphaType bit in the AlphaBlendAlphaMode register is set then QuickDraw 3D 
style alpha blend equations are followed. The OpenGL equations above are used for the 
RGB components, but the alpha channel is treated differently and has a single source and 
destination blend functions as follows: 

Ca = 1- (1 - Csa) * (1 - Cda) 

The source and destination blend functions should be set as follows: 

1DPH� 6RXUFH�%OHQG� 'HVWLQDWLRQ�%OHQG�

3UH�PXOWLSOLHG� 21(� 21(B0,186B65&B$/3+$�

,QWHUSRODWHG� 65&B$/3+$� 21(B0,186B65&B$/3+$�

Table 3.5 Source Blending Functions 
The alpha calculation is the same for both modes. 

������ �����������������
The alpha blend and color formatting units can be used to format image data into any of 
the supported Permedia3 framebuffer formats, though conversion between CI and RGB 
modes or vice versa are not supported. 

Consider the case where the framebuffer is in RGBA 4:4:4:4 mode, and an area of the 
screen is to be uploaded and stored in an 8 bit RGB 3:3:2 format. The sequence of 
operations is: 

• 6HW�WKH�UDVWHUL]HU�DV�DSSURSULDWH��GHVFULEHG�LQ�VHFWLRQ��(UURU��5HIHUHQFH�VRXUFH�QRW�IRXQG���

• (QDEOH�IUDPHEXIIHU�UHDGV�

• 'LVDEOH�IUDPHEXIIHU�ZULWHV�DQG�VHW�WKH�8S/RDG'DWD�ELW�LQ�WKH�)%:ULWH0RGH�UHJLVWHU�

• (QDEOH�WKH�DOSKD�EOHQG�XQLW�ZLWK�D�EOHQG�IXQFWLRQ�ZKLFK�SDVVHV�WKH�GHVWLQDWLRQ�YDOXH�DQG�LJQRUHV�

WKH�VRXUFH�YDOXH��VRXUFH�EOHQG�=HUR��GHVWLQDWLRQ�EOHQG�2QH��DQG�VHW�WKH�FRORU�PRGH�WR�5*%$��

��������

• 6HW�WKH�FRORU�IRUPDWWLQJ�XQLW�WR�IRUPDW�WKH�FRORU�RI�LQFRPLQJ�IUDJPHQWV�WR�DQ���ELW�5*%�������

IUDPHEXIIHU�IRUPDW��

The upload now proceeds as normal. 

The same technique can be used to download data which is in any supported framebuffer 
format, in this case the rasterizer is set to sync with FBData, rather than Color. In this case 
framebuffer writes are enabled, and the UpLoadData bit cleared. 

������ ����������
The unit is controlled by the AlphaBlendAlphaMode and AlphaBlendColorMode registers: 
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AlphaBlendAlphaMode 
AlphaBlendAlphaModeAnd 
AlphaBlendAlphaModeOr 

 
1DPH� 7\SH� 2IIVHW� )RUPDW�

$OSKD%OHQG$OSKD0RGH� $OSKD�%OHQG� �[�$)$�� %LWILHOG�

$OSKD%OHQG$OSKD0RGH$QG� $OSKD�%OHQG� �[�$'��� %LWILHOG�/RJLF�0DVN�

$OSKD%OHQG$OSKD0RGH2U� $OSKD�%OHQG� �[�$'��� %LWILHOG�/RJLF�0DVN�

� &RQWURO�UHJLVWHUV� � �

� � � �

%LWV�

�

1DPH� 5HDG�� :ULWH� 5HVHW� 'HVFULSWLRQ�

�� (QDEOH� ✓ � ✓ � [� :KHQ�VHW�FDXVHV�WKH�IUDJPHQW
V�DOSKD�WR�EH�DOSKD�

EOHQGHG�XQGHU�FRQWURO�RI�WKH�UHPDLQLQJ�ELWV�LQ�WKLV�

UHJLVWHU���:KHQ�FOHDU�WKH�IUDJPHQW�DOSKD�UHPDLQV�

XQFKDQJHG��EXW�PD\�ODWHU�WR�DIIHFWHG�E\�WKH�FKURPD�

WHVW���

�«�� 6RXUFH%OHQG� ✓ � ✓ � [� 7KLV�ILHOG�GHILQHV�WKH�VRXUFH�EOHQG�IXQFWLRQ�WR�XVH���

6HH�WKH�WDEOH�EHORZ�IRU�WKH�SRVVLEOH�RSWLRQV� 

�«�� 'HVW%OHQG� ✓ � ✓ � [� 7KLV�ILHOG�GHILQHV�WKH�GHVWLQDWLRQ�EOHQG�IXQFWLRQ�WR�

XVH���6HH�WKH�HDUOLHU�WDEOH�IRU�WKH�SRVVLEOH�RSWLRQV� 

�� 6RXUFH�

7LPHV7ZR�

✓ � ✓ � [� 7KLV�ELW��ZKHQ�VHW�FDXVHV�WKH�VRXUFH�EOHQG�UHVXOW��WR�EH�

PXOWLSOLHG�E\�WZR�EHIRUH�LW�LV�FRPELQHG�ZLWK�WKH�GHVW�

EOHQG�UHVXOW���:KHQ�WKLV�ELW�LV�FOHDU�QR�PXOWLSO\�RFFXUV��

�� 'HVW7LPHV�

7ZR�

✓ � ✓ � [� 7KLV�ELW��ZKHQ�VHW�FDXVHV�WKH�GHVW�EOHQG�UHVXOW��WR�EH�

PXOWLSOLHG�E\�WZR�EHIRUH�LW�LV�FRPELQHG�ZLWK�WKH�

VRXUFH�EOHQG�UHVXOW���:KHQ�WKLV�ELW�LV�FOHDU�QR�PXOWLSO\�

RFFXUV��

��� ,QYHUW�6RXUFH� ✓ � ✓ � [� 7KLV�ELW��ZKHQ�VHW��FDXVHV�WKH�LQFRPPLQJ�VRXUFH�GDWD�

WR�EH�LQYHUWHG�EHIRUH�DQ\�EOHQG�RSHUDWLRQ�WDNHV�SODFH� 

��� ,QYHUW�'HVW� ✓ � ✓ � [� 7KLV�ELW��ZKHQ�VHW��FDXVHV�WKH�LQFRPPLQJ�GHVW�GDWD�WR�

EH�LQYHUWHG�EHIRUH�DQ\�EOHQG�RSHUDWLRQ�WDNHV�SODFH� 

��� 1R$OSKD�

%XIIHU�

✓ � ✓ � [� :KHQ�WKLV�ELW�LV�VHW�WKH�VRXUFH�DOSKD�YDOXH�LV�DOZD\V�VHW�

WR�������7KLV�LV�W\SLFDOO\�XVHG�ZKHQ�QR�UHWDLQHG�DOSKD�

EXIIHU�LV�SUHVHQW�EXW�ZLOO�DOVR�RYHUULGH�DQ\�UHWDLQHG�

DOSKD�YDOXH�LI�RQH�LV�SUHVHQW���&RORU�IRUPDWV�ZLWK�QR�

DOSKD�ILHOG�GHILQHG�DXWRPDWLFDOO\�KDYH�WKHLU�DOSKD�YDOXH�

VHW�WR�����UHJDUGOHVV�RI�WKH�VWDWH�RI�WKLV�ELW��

��������������������������������������������������������������������
��/RJLF�2S�UHJLVWHU�UHDGEDFN�LV�YLD�WKH�PDLQ�UHJLVWHU��
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��� $OSKD�7\SH� ✓ � ✓ [� 7KLV�ELW�VHOHFWV�ZKLFK�VHW�RI�HTXDWLRQV�DUH�WR�EH�XVHG�

IRU�WKH�DOSKD�FKDQQHO��

� �� �2SHQ*/�

� �� �$SSOH�

��� $OSKD�

&RQYHUVLRQ�

✓ � ✓ [� 7KLV�ELW�VHOHFWV�KRZ�DOSKD�FRPSRQHQW�OHVV�WKDQ���ELWV�

ZLGH�DUH�FRQYHUWHG�WR���ELW�ZLGH�YDOXHV�SULRU�WR�WKH�

DOSKD�EOHQG�FDOFXODWLRQV���7KH�RSWLRQV�DUH�

�� �6FDOH�

�� �6KLIW�

��� &RQVWDQW�

6RXUFH�

✓ � ✓ [� 7KLV�ELW��ZKHQ�VHW��IRUFHV�WKH�6RXUFH�FRORU�WR�FRPH�

IURP�WKH�$OSKD6RXUFH&RORU�UHJLVWHU��LQ������IRUPDW��

LQVWHDG�RI�WKH�IUDPHEXIIHU���

�� �8VH�IUDPHEXIIHU�DOSKD�

�� �8VH�$OSKD6RXUFH&RORU�UHJLVWHU�DOSKD�YDOXH��

��� &RQVWDQW�'HVW� ✓ � ✓ [� 7KLV�ELW��ZKHQ�VHW��IRUFHV�WKH�GHVWLQDWLRQ�FRORU�WR�

FRPH�IURP�WKH�$OSKD'HVW&RORU�UHJLVWHU��LQ������

IRUPDW��LQVWHDG�RI�WKH�IUDJPHQW
V�FRORU���

�� �8VH�IUDJPHQW
V�DOSKD��

�� �8VH�$OSKD'HVW&RORU�UHJLVWHU�DOSKD�YDOXH�

��«��� 2SHUDWLRQ� ✓ � ✓ [� 7KLV�ILHOG�VHOHFWV�KRZ�WKH�VRXUFH�DQG�GHVWLQDWLRQ�EOHQG�

UHVXOWV�DUH�WR�EH�FRPELQHG���7KH�RSWLRQV�DUH��

�� �$GG� � �� �6XEWUDFW��L�H��6���'��

�� �6XEWUDFW�UHYHUVHG��L�H��'���6��

�� �0LQLPXP� �� �0D[LPXP�
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1RWHV� • 7KH�$OSKD�&RQYHUVLRQ�ELW�VHOHFWV�WKH�FRQYHUVLRQ�PHWKRG�IRU�DOSKD�YDOXHV�UHDG�IURP�WKH�

IUDPHEXIIHU����

• 7KH�6FDOH�PHWKRG�OLQHDUO\�VFDOHV�WKH�DOSKD�YDOXHV�WR�ILOO�WKH�IXOO�UDQJH�RI�DQ���ELW�YDOXH���7KLV�

PHWKRG�LV�SUHIHUDEOH�ZKHQ��IRU�H[DPSOH��GRZQORDGLQJ�DQ�LPDJH�ZLWK�IHZHU�ELWV�SHU�SL[HO�LQWR�D�

GHHSHU��L�H��PRUH�ELWV�SHU�SL[HO��IUDPHEXIIHU���

• 7KH�6KLIW�PHWKRG�MXVW�OHIW�VKLIWV�E\�WKH�DSSURSULDWH�DPRXQW�WR�PDNH�WKH�FRPSRQHQW���ELWV�ZLGH���

7KLV�PHWKRG�LV�SUHIHUDEOH�ZKHQ�EOHQGLQJ�LQWR�D�GLWKHUHG�IUDPHEXIIHU�DV�LW�SUHVHUYHV�WKH�

IUDPHEXIIHU�DOSKD�ZKHQ�IUDJPHQW�DOSKD�GRHV�QRW�FRQWULEXWH�WR�LW��

• $OSKD�LV�FRQWUROOHG�VHSDUDWHO\�IURP�FRORU�WR�DOORZ��IRU�H[DPSOH��WKH�VLWXDWLRQ�LQ�DQWLDOLDVLQJ�ZKHUH�

LW�UHSUHVHQWV�FRYHUDJH���WKLV�PXVW�EH�OLQHDUO\�VFDOHG�WR�SUHVHUYH�WKH������FRYHUHG�VWDWH��

• 7KH�ORJLF�RSHUDWRU�HTXLYDOHQWV�EHKDYH�WKH�VDPH�ZD\�EXW�WKH�QHZ�PRGH�LV�$1'·G�RU�25·G�ZLWK�

WKH�IRUPHU�PRGH�EHIRUH�UHSODFLQJ�LW��

• 7KH�WDEOH�EHORZ�VKRZV�WKH�GLIIHUHQW�FRORU�PRGHV�VXSSRUWHG���,Q�WKH�5��*��%�DQG�$�FROXPQV�WKH�

QRPHQFODWXUH�Q#P�PHDQV�WKLV�FRPSRQHQW�LV�Q�ELWV�ZLGH�DQG�VWDUWV�DW�ELW�SRVLWLRQ�P�LQ�WKH�

IUDPHEXIIHU���7KH�OHDVW�VLJQLILFDQW�ELW�SRVLWLRQ�LV���DQG�D�GDVK�LQ�D�FROXPQ�LQGLFDWHV�WKDW�WKLV�

FRPSRQHQW�GRHV�QRW�H[LVW�IRU�WKLV�PRGH���

• ,Q�WKH�FDVH�RI�WKH�5*%�IRUPDWV�ZKHUH�QR�$OSKD�LV�VKRZQ�WKHQ�WKH�DOSKD�ILHOG�LV�VHW�WR�������,Q�

WKLV�FDVH�WKH�1R$OSKD%XIIHU�ELW�LQ�WKH�$OSKD%OHQG$OSKD0RGH�UHJLVWHU�VKRXOG�EH�VHW�ZKLFK�FDXVHV�

WKH�DOSKD�FRPSRQHQW�WR�EH�VHW�WR������

• 7ZR�FRORU�RUGHULQJ�IRUPDWV�DUH�VXSSRUWHG��QDPHO\�$%*5�DQG�$5*%��ZLWK�WKH�ULJKW�PRVW�OHWWHU�

UHSUHVHQWLQJ�WKH�FRORU�LQ�WKH�OHDVW�VLJQLILFDQW�SDUW�RI�WKH�ZRUG���7KLV�LV�FRQWUROOHG�E\�WKH�&RORU�

2UGHU�ELW�LQ�WKH�$OSKD%OHQG&RORU0RGH�UHJLVWHU��DQG�LV�HDVLO\�LPSOHPHQWHG�E\�MXVW�VZDSSLQJ�WKH�5�

DQG�%�FRPSRQHQWV�DIWHU�FRQYHUVLRQ�LQWR�WKH�LQWHUQDO�IRUPDW���7KH�RQO\�H[FHSWLRQ�WR�WKLV�DUH�WKH�

������IRUPDWV�ZKHUH�WKH�DFWXDO�ELW�ILHOGV�H[WUDFWHG�IURP�WKH�IUDPHEXIIHU�GDWD�QHHG�WR�EH�PRGLILHG�

DV�ZHOO�EHFDXVH�WKH�5�DQG�%�FRPSRQHQWV�DUH�GLIIHULQJ�ZLGWKV���&,�SURFHVVLQJ�LV�QRW�HIIHFWHG�E\�

WKLV�VZDS�DQG�WKH�UHVXOW�LV�DOZD\V�RQ�LQWHUQDO�5�FKDQQHO��

• 7KH�IRUPDW�WR�XVH�LV�KHOG�LQ�WKH�$OSKD%OHQG&RORU0RGH�UHJLVWHU���1RWH�WKDW�LQ�2SHQ*/�WKH�DOSKD�

EOHQGLQJ�LV�QRW�GHILQHG�IRU�&,�PRGH����

• :KHQ�FRQYHUWLQJ�D�&RORU�,QGH[�YDOXH�WR�WKH�LQWHUQDO�IRUPDW�DQ\�XQXVHG�ELWV�DUH�VHW�WR�]HUR�

Figure 3-1 AlphaBlendMode Register 
The ColorConversion bit selects the conversion method for RGB values read from the 
framebuffer. 

The Scale method linearly scales the color values to fill the full range of an 8 bit value.  
This method is preferable when, for example, downloading an image with fewer bits per 
pixel into a deeper (i.e. more bits per pixel) framebuffer.  

The Shift method just left shifts by the appropriate amount to make the component 8 bits 
wide.  This method is preferable when blending into a dithered framebuffer as it preserves 
the framebuffer color when fragment color does not contribute to it. The scale method 
would otherwise cause the ’fraction’ bits to be non zero, which may result in a different 
color when re-dithered again.  This shows up as a faint outline of the underlying polygon, 
when, for example, an alpha blended texture is used with zero value to provide cut-outs. 
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The AlphaConversion bit selects the conversion method for the Alpha values in a similar 
way.  It is controlled separately to allow, for example, the situation in antialiasing where it 
represents coverage - this must be linearly scaled to preserve the 100% covered state. 

The alpha blend can be augmented by a chroma test, discussed next. 

������ ���	
���
������
Chroma test involves testing a fragment’s color against a range of colors.  The fragment 
can then be rejected based on the outcome.  The framebuffer source color, framebuffer 
destination color and the fragment’s color before or after alpha blending can all be used for 
the test.   

The source and destination keying are needed by DirectX for its chroma key blts.   

Rejecting a fragment based on its color can be used to prevent writes where the 
destination color does not change.  For example a fogged fragment which has the same 
color as the background fog color does not need to be written if the screen was cleared to 
the fog color. 

The chroma test is given by: 

 
where Cl is the lower chroma value held in the ChromaLower  register, Cu is the upper 
chroma value held in the ChromaUpper register and T is the selected color to test against.  
Each component is tested separately and obviously a component can be excluded from 
the test by setting the lower and upper values to 0 and 255 respectively. 

The format of the ChromaLower and ChromaUpper registers is the red byte is in the 
least significant byte, then the green byte and finally the blue byte.  If the framebuffer 
format for a color component is less than 8 bits then the unused bits in the upper and lower 
register for this component are set to zero. 

The chroma test is enabled when the Enable bit in the ChromaMode register is set.  The 
source color to test is given by the Source field.  The sense of the chroma test is controlled 
by the Sense bit - the effect shown in the table below: 

Chroma Test 
Enabled 

Test Result ChromaSense Action 

1� ;� ;� 7KH�IUDPHEXIIHU�LV�XSGDWHG�DV�QRUPDO�

<� )DOVH� ,QFOXGH� 7KH�IUDPHEXIIHU�LV�QRW�XSGDWHG�

<� 7UXH� ,QFOXGH� 7KH�IUDPHEXIIHU�LV�XSGDWHG�DV�QRUPDO�

<� )DOVH� ([FOXGH� 7KH�IUDPHEXIIHU�LV�XSGDWHG�DV�QRUPDO�

<� 7UXH� ([FOXGH� 7KH�IUDPHEXIIHU�LV�QRW�XSGDWHG�

 

The format of the ChromaTestMode register is: 



Permedia3 Programmer’s Guide Volume II 
 Alpha Blending 

�'labs Proprietary and Confidential 33�

ChromaTestMode 
ChromaTestModeAnd 
ChromaTestModeOr 

1DPH� 7\SH� 2IIVHW� )RUPDW�

&KURPD7HVW0RGH� $OSKD�%OHQG� �[�)��� %LWILHOG�

&KURPD7HVW0RGH$QG� $OSKD�%OHQG� �[$&&�� %LWILHOG�/RJLF�0DVN�

&KURPD7HVW0RGH2U� $OSKD�%OHQG� �[$&&�� %LWILHOG�/RJLF�0DVN�

� &RQWURO�UHJLVWHUV� � �

� � � �

%LWV�

�

1DPH� 5HDG�� :ULWH� 5HVHW� 'HVFULSWLRQ�

�� (QDEOH� ✓ � ✓ � [� ������������	
������
������������������
���

�

����������������	�����������������������������
����
�
����
������������
����

�«�� 6RXUFH� ✓ � ✓ � [� 7KLV�ILHOG�VHOHFWV�ZKLFK�FRORU��DIWHU�DQ\�VXLWDEOH�

FRQYHUVLRQ��LV�WR�EH�XVHG�IRU�WKH�FKURPD�WHVW���7KH�

YDOXHV�DUH��

� �� �)%6RXUFH'DWD�

� �� �)%'DWD�

� �� �,QSXW�&RORU��IURP�IUDJPHQW��

������������


��������������
����
	
��������

�«�� 3DVV$FWLRQ� ✓ � ✓ � [� 7KLV�ILHOG�GHILQHV�ZKDW�DFWLRQ�LV�WR�EH�WDNHQ�LI�WKH�

FKURPD�WHVW�SDVVHV��DQG�LV�HQDEOHG����7KH�RSWLRQV�DUH��

� �� �3DVV�

� �� �5HMHFW�

� �� �6XEVWLWXWH�&KURPD3DVV&RORU�

� ������	�����������
�����
�


��
�«�� )DLO$FWLRQ� ✓ � ✓ � [� 7KLV�ILHOG�GHILQHV�ZKDW�DFWLRQ�LV�WR�EH�WDNHQ�LI�WKH�

FKURPD�WHVW�IDLOV��DQG�LV�HQDEOHG����7KH�RSWLRQV�DUH��

� �� �3DVV�

� �� �5HMHFW�

� �� �6XEVWLWXWH�&KURPD3DVV&RORU�

� ������	�����������
�����
�


��
�«��� 8QXVHG�� �� � [� �

 

��������������������������������������������������������������������
��/RJLF�2S�UHJLVWHU�UHDGEDFN�LV�YLD�WKH�PDLQ�UHJLVWHU�RQO\�
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1RWHV�� 8VHG�WR�WHVW�WKH�IUDJPHQW·V�FRORU�DJDLQVW�D�UDQJH�RI�FRORUV�DIWHU�DOSKDEOHQGLQJ���7KH�FKURPD�WHVW�LV�

HQDEOHG�E\�WKH�HQDEOH�ELW�����LQ�WKH�UHJLVWHU���1RWH��LQFRPSDWLEOH�ZLWK�0;�SURJUDPPLQJ��

�

7KH�ORJLF�RSHUDWRU�HTXLYDOHQWV�EHKDYH�WKH�VDPH�ZD\�EXW�WKH�QHZ�PRGH�LV�$1'·G�RU�25·G�ZLWK�WKH�

IRUPHU�PRGH�EHIRUH�UHSODFLQJ�LW��

Ê

Ê

The color format and order is needed as the destination color is read from the framebuffer 
and needs to be converted into the internal Permedia3 representation, it should therefore 
be set as appropriate for the framebuffer. 

� ,QWHUQDO�&RORU�&KDQQHO�

� )RUPDW� 1DPH� 5� *� %� $�

� �� �������� �#�� �#�� �#��� �#���

� �� �������� �#�� �#�� �#��� �#���

� �� �������� �#�� �#�� �#�� �#���

&RORU� �� �������)URQW� �#�� �#�� �#��� �#���

2UGHU�� �� �������%DFN� �#�� �#��� �#��� �#���

%*5� �� �����)URQW� �#�� �#�� �#�� ����

� �� �����%DFN� �#�� �#��� �#��� ����

� �� �����)URQW� �#�� �#�� �#�� ����

� �� �����%DFN� �#�� �#�� �#�� ����

� ��� �����%DFN� �#��� �#��� �#��� ����

� �� �������� �#��� �#�� �#�� �#���

� �� �������� �#��� �#�� �#�� �#���

� �� �������� �#�� �#�� �#�� �#���

&RORU� �� �������)URQW� �#��� �#�� �#�� �#���

2UGHU�� �� �������%DFN� �#��� �#��� �#�� �#���

5*%� �� �����)URQW� �#�� �#�� �#�� ����

� �� �����%DFN� �#��� �#��� �#�� ����

� �� �����%DFN� �#�� �#�� �#�� ����

� �� �����)URQW� �#�� �#�� �#�� ����

� ��� �����%DFN� �#��� �#��� �#��� ����

&,� ��� &,�� �#�� �� �� ��

� ��� &,�� �#�� �� �� ��

Table 3.6 Permedia3 Color Modes 
The framebuffer may be configured to be RGBA or Color Index (CI). The R, G, B and A 
columns show the width of each color component. n@m means that n bits starting at bit 
position m are read and scaled to fit the 8bit internal color channel format. The least 
significant bit position is zero. A numerical value (0 or 255) indicates the value substituted 
when the corresponding channel does not exist in the framebuffer. 
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For the Front and Back Modes the value to be blended is read only from the low bits or 
high bits respectively. This is to assist with color space double buffering. 

When 5:5:5 bitplane double buffering is required, the 5:5:5:5 mode with the NoAlphaBuffer 
bit in the AlphaBlendAlphaMode register is set, is used to select the front buffer. The 
back buffer is selected by using the 5:5:5Back mode, in which case the state of the 
NoAlphaBuffer bit is ignored. 

������ ����	�
���
���	�����
This example sets the blend mode to allow antialiasing of polygons, i.e. source blend 
function = Source Alpha Saturate, destination blend function = One. These blend functions 
are suitable for polygon antialiasing when polygons are drawn in front to back order, and 
the depth test is disabled. 

Ê

���(QDEOH�IUDPHEXIIHU�UHDGV�DOORZ�EOHQG�RSHUDWLRQ�

�����1RW�6KRZQ���

�

���6HW�WKH�DOSKD�PRGH��

DOSKD%OHQG0RGH�8QLW(QDEOH� �3(50(',$�B(1$%/(�

DOSKD%OHQG0RGH�6RXUFH%OHQG� �3(50(',$�B%/(1'B65&B$/3+$B6$785$7(�

DOSKD%OHQG0RGH�'HVWLQDWLRQ%OHQG� �3(50(',$�B%/(1'B21(�

DOSKD%OHQG0RGH�&RORU)RUPDW� �DV�DSSURSULDWH�

�

$OSKD%OHQG0RGH�DOSKD%OHQG0RGH�� ���/RDG�UHJLVWHU�

�

���(QDEOH�DQWLDOLDV�DSSOLFDWLRQ�DQG�GLVDEOH��

���GHSWK�WHVWLQJ�

�����1RW�6KRZQ���

�

���5HQGHU�SRO\JRQV�VRUWHG�IURQW�WR�EDFN�ZLWK�

���&RYHUDJH�(QDEOH�ELW�VHW�LQ�WKH�5HQGHU�FRPPDQG�

�����1RW�6KRZQ�²�
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�

��
�������������	��
����
���������

The color format unit converts from Permedia3’s internal color representation to a format 
suitable to be written into the framebuffer. This process may optionally include dithering of 
the color values for framebuffers with less than 8 bits width per color component. If the unit 
is disabled then the color is not modified in any way. 

6.2 Color and Alpha Formats  

Permedia3 separates the Alpha and Color format information into two new registers  
(AlphaBlendColorMode and AlphaBlendAlphaMode).  The AlphaBlendMode register is 
not supported. 

The color format is held in the AlphaBlendColorMode register.  Note that in OpenGL 
alpha blending is not defined for CI mode. Raw framebuffer formats from local memory are 
only converted to 8-bit formats in the AlphaBlend registers. 

Alpha is controlled separately from color to allow, for example, the situation in antialiasing 
where it represents coverage - this must be linearly scaled to preserve the 100% covered 
state. 

The table below shows the different color modes supported.  In the R, G, B and A columns 
the nomenclature n@m means the component is n bits wide and starts at bit position m in 
the framebuffer.  The least significant bit position is 0 and a dash in a column indicates that 
this component does not exist for this mode. 

In the case of RGB formats where no Alpha is shown, the alpha field should be set to 255.  
Use the NoAlphaBuffer bit in the AlphaBlendAlphaMode register to do this. 

Permedia3 supports two color-ordering formats: ABGR and ARGB. The rightmost letter 
represents the color in the least significant part of the word.  This is controlled by the 
ColorOrder bit in the AlphaBlendColorMode register (and elsewhere), and is easily 
implemented by just swapping the R and B components after conversion into the internal 
format.  The only exception to this are the 3:3:2 formats where the actual bit fields 
extracted from the framebuffer data need to be modified as well because the R and B 
components are differing widths.  CI processing is not affected by this swap and the result 
is always on the internal R channel. 

When converting a Color Index value to the internal format any unused bits are set to zero 

�

    Internal Color Channels 
 Format Color 

Order 
Name R G B A 

� �� %*5� �������� �#�� �#�� �#��� �#���

� �� %*5� �������� �#�� �#�� �#�� �#���
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&� �� %*5� �������� �#�� �#�� �#��� �#���

2� �� %*5� ������ �#�� �#�� �#��� ��

/� �� %*5� ������ �#�� �#�� �#�� ��

R� �� 5*%� �������� �#��� �#�� �#�� �#���

X� �� 5*%� �������� �#�� �#�� �#�� �#���

U� �� 5*%� �������� �#��� �#�� �#�� �#���

� �� 5*%� ������ �#��� �#�� �#�� ��

� �� 5*%� ������ �#�� �#�� �#�� ��

&,� ��� ;� &,�� �#�� �� �� ��

 

The AlphaConversion bit in the AlphaBlendAlphaMode register selects the conversion 
method for alpha values read from the framebuffer.  When the conversion bit is set the 
corresponding component(s) is left shifted by (8 - n) bits and zero filling.   

Note  For some formats the components have different widths, hence different 
values of n.  

• 7KH�6FDOH�PHWKRG�OLQHDUO\�VFDOHV�WKH�DOSKD�YDOXHV�WR�ILOO�WKH�IXOO�UDQJH�RI�DQ���ELW�YDOXH���7KLV�

PHWKRG�LV�SUHIHUDEOH�ZKHQ��IRU�H[DPSOH��GRZQORDGLQJ�DQ�LPDJH�ZLWK�IHZHU�ELWV�SHU�SL[HO�LQWR�D�

GHHSHU��L�H��PRUH�ELWV�SHU�SL[HO��IUDPHEXIIHU���

• 7KH�6KLIW�PHWKRG�OHIW�VKLIWV�E\�WKH�DSSURSULDWH�DPRXQW�WR�PDNH�WKH�FRPSRQHQW���ELWV�ZLGH���7KLV�

PHWKRG�LV�SUHIHUDEOH�ZKHQ�EOHQGLQJ�LQWR�D�GLWKHUHG�IUDPHEXIIHU�DV�LW�SUHVHUYHV�WKH�IUDPHEXIIHU�

DOSKD�ZKHQ�IUDJPHQW�DOSKD�GRHV�QRW�FRQWULEXWH�WR�LW���)RU�H[DPSOH�LI�D�WKUHH�ELW�FRPSRQHQW�KDV�

ELWV�%���%��DQG�%��WKHQ�WKH���ELW�YDOXH�ZRXOG�EH�PDGH�XS�DV�IROORZV��

 

Bit 7 Bit 0 of output byte 

  

B2    B1    B0    B2    B1    B0    B2    B1  

If the alpha component doesn’t exist in the format, or NoAlphaBuffer is set then the alpha 
value is not affected by the setting of the AlphaConversion bit and is always set to 255 (in 
the 8 bit domain) or 256 (in the 9 bit domain). 

The AlphaBlendColorMode register controls color channel blending.  It has the following 
format: 

 

1DPH� 7\SH� 2IIVHW� )RUPDW�

$OSKD%OHQG&RORU0RGH� $OSKD�%OHQG� �[�$)$�� %LWILHOG�

$OSKD%OHQG&RORU0RGH$QG� $OSKD�%OHQG� �[�$&%�� %LWILHOG�/RJLF�0DVN�

$OSKD%OHQG&RORU0RGH2U� $OSKD�%OHQG� �[�$&%�� %LWILHOG�/RJLF�0DVN�

� &RQWURO�UHJLVWHUV� � �

� � � �



Permedia3 Programmer’s Guide Volume II 
 Color Format 

�'labs Proprietary and Confidential 39�

%LWV�

�

1DPH� 5HDG�� :ULWH� 5HVHW� 'HVFULSWLRQ�

�� (QDEOH� ✔ ✔ [� :KHQ�VHW�FDXVHV�WKH�IUDJPHQW
V�FRORU�WR�EH�DOSKD�

EOHQGHG�XQGHU�FRQWURO�RI�WKH�UHPDLQLQJ�ELWV�LQ�WKLV�

UHJLVWHU���:KHQ�FOHDU�WKH�IUDJPHQW�FRORU�UHPDLQV�

XQFKDQJHG��EXW�PD\�ODWHU�WR�HIIHFWHG�E\�WKH�FKURPD�

WHVW���

�«�� 6RXUFH%OHQG� ✔ ✔ [� 7KLV�ILHOG�GHILQHV�WKH�VRXUFH�EOHQG�IXQFWLRQ�WR�XVH���6HH�

WKH�WDEOH�LQ�WKH�$OSKD%OHQG&RORU0RGH�UHJLVWHU�IRU�WKH�

SRVVLEOH�RSWLRQV�

�«�� 'HVW%OHQG� ✔ ✔ [� 7KLV�ILHOG�GHILQHV�WKH�GHVWLQDWLRQ�EOHQG�IXQFWLRQ�WR�XVH��

6HH�WKH�WDEOH�LQ�WKH�$OSKD%OHQG&RORU0RGH�UHJLVWHU�IRU�WKH�

SRVVLEOH�RSWLRQV�

�� 6RXUFH�

7LPHV7ZR�

✔ ✔ [� 7KLV�ELW��ZKHQ�VHW�FDXVHV�WKH�VRXUFH�EOHQG�UHVXOW��WR�EH�

PXOWLSOLHG�E\�WZR�EHIRUH�LW�LV�FRPELQHG�ZLWK�WKH�GHVW�

EOHQG�UHVXOW���:KHQ�WKLV�ELW�LV�FOHDU�QR�PXOWLSO\�RFFXUV�

�� 'HVW7LPHV�7ZR� ✔ ✔ [� 7KLV�ELW��ZKHQ�VHW�FDXVHV�WKH�GHVW�EOHQG�UHVXOW��WR�EH�

PXOWLSOLHG�E\�WZR�EHIRUH�LW�LV�FRPELQHG�ZLWK�WKH�VRXUFH�

EOHQG�UHVXOW���:KHQ�WKLV�ELW�LV�FOHDU�QR�PXOWLSO\�RFFXUV�

��� ,QYHUW6RXUFH� ✔ ✔ [� 7KLV�ELW��ZKHQ�VHW��FDXVHV�WKH�LQFRPPLQJ�VRXUFH�GDWD�

WR�EH�LQYHUWHG�EHIRUH�DQ\�EOHQG�RSHUDWLRQ�WDNHV�SODFH�

��� ,QYHUW'HVW� ✔ ✔ [� 7KLV�ELW��ZKHQ�VHW��FDXVHV�WKH�LQFRPPLQJ�GHVW�GDWD�WR�

EH�LQYHUWHG�EHIRUH�DQ\�EOHQG�RSHUDWLRQ�WDNHV�SODFH�

��«��� &RORU�)RUPDW� ✔ ✔ [� 7KLV�ILHOG�GHILQHV�IUDPHEXIIHU�FRORU�IRUPDWV��6HH�WKH�

WDEOH�LQ�WKH�$OSKD%OHQG&RORU0RGH�UHJLVWHU�IRU�WKH�

SRVVLEOH�RSWLRQV�

��� &RORU2UGHU� ✔ ✔ [� 7KLV�ELW�VHOHFWV�WKH�FRORU�RUGHU�LQ�WKH�IUDPHEXIIHU��

� �� �%*5�

� �� �5*%�

��� &RORU�

&RQYHUVLRQ�

✔ ✔ [� 7KLV�ELW�VHOHFWV�KRZ�FRORU�FRPSRQHQWV�OHVV�WKDQ���ELWV�

ZLGH�DUH�FRQYHUWHG�WR���ELW�ZLGH�YDOXHV�SULRU�WR�WKH�

DOSKD�EOHQG�FDOFXODWLRQV���7KH�RSWLRQV�DUH�

� �� �6FDOH�

� �� �6KLIW�

��� &RQVWDQW�6RXUFH� ✔ ✔ [� 7KLV�ELW��ZKHQ�VHW��IRUFHV�WKH�6RXUFH�FRORU�WR�FRPH�

IURP�WKH�$OSKD6RXUFH&RORU�UHJLVWHU��LQ������IRUPDW��

LQVWHDG�RI�WKH�IUDPHEXIIHU���

� �� �8VH�IUDPHEXIIHU�

� �� �8VH�$OSKD6RXUFH&RORU�UHJLVWHU�

��������������������������������������������������������������������
��/RJLF�2S�UHJLVWHU�UHDGEDFN�LV�YLD�WKH�PDLQ�UHJLVWHU�
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��� &RQVWDQW'HVW� ✔ ✔ [� 7KLV�ELW��ZKHQ�VHW��IRUFHV�WKH�GHVWLQDWLRQ�FRORU�WR�FRPH�

IURP�WKH�$OSKD'HVW&RORU�UHJLVWHU��LQ������IRUPDW��

LQVWHDG�RI�WKH�IUDJPHQW
V�FRORU���

� �� �8VH�IUDJPHQW
V�FRORU��

� �� �8VH�$OSKD'HVW&RORU�UHJLVWHU��

��«��� 2SHUDWLRQ� ✔ ✔ [� 7KLV�ILHOG�VHOHFWV�KRZ�WKH�VRXUFH�DQG�GHVWLQDWLRQ�EOHQG�

UHVXOWV�DUH�WR�EH�FRPELQHG���7KH�RSWLRQV�DUH��

�� $GG�

�� 6XEWUDFW��L�H��6���'��

�� 6XEWUDFW�UHYHUVHG��L�H��'���6��

�� 0LQLPXP�

�� 0D[LPXP�

��� 6ZDS6'� ✔ ✔ [� 7KLV�ELW��ZKHQ�VHW�FDXVHV�WKH�VRXUFH�DQG�GHVWLQDWLRQ�

SL[HO�YDOXHV�WR�EH�VZDSSHG���7KH�PDLQ�XVH�IRU�WKLV�LV�WR�

DOORZ�D�GRZQORDGHG�FRORU�YDOXH�WR�EH�LQ�D�IRUPDW�RWKHU�

WKDQ������DQG�XVH�WKLV�XQLW�WR�GR�FRORU�FRQYHUVLRQ��

 

The ColorConversion bit selects the conversion method for RGB values read from the 
framebuffer, similarly to the AlphaConversion bit for alpha values: 

• � 7KH�6FDOH�PHWKRG�OLQHDUO\�VFDOHV�WKH�FRORU�YDOXHV�WR�ILOO�WKH�IXOO�UDQJH�RI�DQ���ELW�YDOXH���7KLV�

PHWKRG�LV�SUHIHUDEOH�ZKHQ��IRU�H[DPSOH��GRZQORDGLQJ�DQ�LPDJH�ZLWK�IHZHU�ELWV�SHU�SL[HO�LQWR�D�

GHHSHU��L�H��PRUH�ELWV�SHU�SL[HO��IUDPHEXIIHU���

• 7KH�6KLIW�PHWKRG�OHIW�VKLIWV�E\�WKH�DSSURSULDWH�DPRXQW�WR�PDNH�WKH�FRPSRQHQW���ELWV�ZLGH���7KLV�

PHWKRG�LV�SUHIHUDEOH�ZKHQ�EOHQGLQJ�LQWR�D�GLWKHUHG�IUDPHEXIIHU�DV�LW�SUHVHUYHV�WKH�IUDPHEXIIHU�

FRORU�ZKHQ�IUDJPHQW�FRORU�GRHV�QRW�FRQWULEXWH�WR�LW��

������ ������	
��
�
���
Permedia3 uses an ordered dither algorithm to implement color dithering. The following 
table shows the exact type of dithering used when dither is enabled. The type of dithering 
depends on the width of individual color components: 

Ê

���«��i�ÍÊ8�`Í�Ê 0ß«iÊ�vÊ
�Í�iÀ��}Ê

�� 1R�'LWKHULQJ�

�� �[��2UGHUHG�'LWKHU�

�� �[��2UGHUHG�'LWKHU�

�� �[��2UGHUHG�'LWKHU�

�� �[��2UGHUHG�'LWKHU�

��������������������������������������������������������������������
�7KH�VFDOH�PHWKRG�ZRXOG�RWKHUZLVH�FDXVH�WKH�
IUDFWLRQ
�ELWV�WR�EH�QRQ�]HUR��ZKLFK�FRXOG�UHVXOW�LQ�D�GLIIHUHQW�FRORU�ZKHQ�UH�
GLWKHUHG�DJDLQ���7KLV�VKRZV�XS�DV�D�IDLQW�RXWOLQH�RI�WKH�XQGHUO\LQJ�SRO\JRQ��ZKHQ��IRU�H[DPSOH��DQ�DOSKD�EOHQGHG�WH[WXUH�LV�XVHG�
ZLWK�]HUR�YDOXH�WR�SURYLGH�FXW�RXWV��
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�� �[��2UGHUHG�'LWKHU�

Table 4.7 Dither Methods 
Permedia3’s ordered dither matrices are shown below: 

Ê

�� �� �� ��� � � �

��� �� ��� �� � �� ��

�� ��� �� �� � �� ��

��� �� ��� �� � � �

Table 4.8 Ordered Dither Matrices, 4x4 and 2x2. 
 

If the color formatting unit is disabled, the RGBA color components are not modified and 
will be truncated or rounded under the control of the RoundingMode bit in the DitherMode 
register when they are placed in the framebuffer.  This assumes that the framebuffer width 
is less than 8 bits per component. In CI mode the value is rounded to the nearest integer. 
In both cases the result is clamped to a maximum value to prevent overflow. 

In some situations only screen coordinates are available, but windows-relative dithering is 
required. This can be implemented by adding an optional offset to the coordinates before 
indexing the dither tables. The offset is a two bit number which is supplied for each 
coordinate, X and Y. The  XOffset, YOffset fields in the DitherMode register control this 
operation, if window relative coordinates are used they should be set to zero.  For more 
information on offset calculation see section 4.2.9.1 - Address Calculation, in Volume I 

Alpha channel dithering is qualified by the AlphaDither control bit. When cleared the alpha 
channel is processed in the same way as the color channels, as dictated by the 
DitherEnable bit. When the AlphaDither bit is set however, the alpha channel is not 
dithered, but is processed according to the state of the RoundingMode bit. The ability to 
disable dithering on the alpha channel is useful when using the alpha buffer to hold 
coverage information during antialiasing. In this situation dithering adds noise to the 
coverage value, which would create artifacts where a pixel which should be fully covered is 
reported as not fully covered. 

See The OpenGL Reference Manual and The OpenGL Programming Guide from Addison-
Wesley for more details on dithering. 

������ ���	
���
�
Dither operations are controlled by the DitherMode register: 

DitherMode 
DitherModeAnd 
DitherModeOr 

1DPH� 7\SH� 2IIVHW� )RUPDW�

'LWKHU0RGH� *OREDO� �[����� %LWILHOG�

'LWKHU0RGH$QG� *OREDO� �[$&'�� %LWILHOG�/RJLF�0DVN�
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'LWKHU0RGH2U� *OREDO� �[$&'�� %LWILHOG�/RJLF�0DVN�

� &RQWURO�5HJLVWHU� �

� � � �

%LWV�

�

1DPH� 5HDG� :ULWH� 5HVHW� 'HVFULSWLRQ�

�� (QDEOH� ✔ ✔ [� :KHQ�VHW�FDXVHV�WKH�IUDJPHQW
V�FRORU�YDOXHV�WR�EH�

GLWKHUHG�RU�URXQGHG�XQGHU�FRQWURO�RI�WKH�UHPDLQLQJ�

ELWV�LQ�WKLV�UHJLVWHU���,I�WKLV�ELW�LV�FOHDU�WKHQ�WKH�

IUDJPHQW
V�FRORU�LV�SDVVHG�XQFKDQJHG��

�� 'LWKHU�(QDEOH� ✔ ✔ [� :KHQ�WKLV�ELW�LV�VHW�DQ\�5*%�IRUPDW�FRORU�LV�GLWKHUHG��

RWKHUZLVH�LW�LV�URXQGHG�WR�WKH�GHVWLQDWLRQ�VL]H�XQGHU�

FRQWURO�RI�WKH�5RXQGLQJ0RGH�ILHOG���6HH�WKH�WDEOH�

EHORZ�IRU�WKH�GLWKHU�PDWUL[�DQG�KRZ�LW�LV�FRPELQHG�

ZLWK�WKH�FRORU�FRPSRQHQWV���&RORU�,QGH[�IRUPDWV�DUH�

DOZD\V�URXQGHG��

�«�� &RORU�)RUPDW� ✔ ✔ [� 7KH�FRORU�IRUPDW�ZKLFK�LQ�WXUQ�LV�FRGHG�IURP�WKH�VL]H�

DQG�SRVLWLRQ�RI�WKH�UHG��JUHHQ��EOXH�DQG��LI�SUHVHQW��WKH�

DOSKD�FRPSRQHQWV���

�«�� ;RIIVHW� ✔ ✔ [� 7KLV�RIIVHW�LV�DGGHG�WR�WKH�IUDJPHQW
V�[�FRRUGLQDWH�WR�

GHULYH�WKH�[�DGGUHVV�LQ�WKH�GLWKHU�WDEOH���7KLV�DOORZV�

ZLQGRZ�UHODWLYH�GLWKHULQJ�XVLQJ�VFUHHQ�FRRUGLQDWHV��

�«�� <RIIVHW� ✔ ✔ [� 7KLV�RIIVHW�LV�DGGHG�WR�WKH�IUDJPHQW
V�\�FRRUGLQDWH�WR�

GHULYH�WKH�\�DGGUHVV�LQ�WKH�GLWKHU�WDEOH���7KLV�DOORZV�

ZLQGRZ�UHODWLYH�GLWKHULQJ�XVLQJ�VFUHHQ�FRRUGLQDWHV��

��� &RORU�2UGHU� ✔ ✔ [� +ROGV�WKH�FRORU�RUGHU���7KH�RSWLRQV�DUH��

� �� �%*5�

� �� �5*%�

��«��� 5HVHUYHG�� �� �� [� �

��� $OSKD�'LWKHU� ✔ ✔ [� 7KLV�ELW�DOORZV�WKH�DOSKD�FKDQQHO�WR�EH�URXQGHG�HYHQ�

ZKHQ�WKH�FRORU�FKDQQHOV�DUH�GLWKHUHG���7KLV�KHOSV�

ZKHQ�DQWLDOLDVLQJ��

�� �$OSKD�YDOXH�LV�GLWKHUHG��LI�

'LWKHU(QDEOH�LV�VHW��

� �� �$OSKD�YDOXH�LV�DOZD\V�URXQGHG��

��«��� 5RXQGLQJ�

0RGH�

✔ ✔ [� � �� �7UXQFDWH�

� �� �5RXQG�8S�

� �� �5RXQG�'RZQ�

��«��� 8QXVHG�� �� �� [� �
Figure 4-1 DitherMode Register 

������ ���	
���
����
�
To set the framebuffer format to RGB 3:3:2 and enable dithering: 
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�

// 332 Dithering 
ditherMode.UnitEnable = PERMEDIA3_TRUE 
ditherMode.DitherEnable = PERMEDIA3_TRUE 
ditherMode.ColorMode = PERMEDIA3_COLOR_FORMAT_RGB_332 
 
DitherMode(ditherMode) // Load register 

������ �������	
	���	�
������
�
��
To set the framebuffer format to RGB 3:3:2 and disable dithering: 

�

// 332 No Dither 
 
ditherMode.UnitEnable = PERMEDIA3_TRUE 
ditherMode.DitherEnable = PERMEDIA3_FALSE 
ditherMode.ColorMode = PERMEDIA3_COLOR_FORMAT_RGB_332 
DitherMode(ditherMode) // Load register 

������ ���������	
	���	�
������
�
��
To set the framebuffer to RGBA 8:8:8:8 and not dithered: 

�

// 8888 Dithered (No effect as 8 bit components are 
// not dithered) 
 
ditherMode.UnitEnable = PERMEDIA3_TRUE 
ditherMode.DitherEnable = PERMEDIA3_FALSE 
ditherMode.ColorMode = PERMEDIA3_COLOR_FORMAT_RGBA_8888 
DitherMode(ditherMode) // Load register 
�

The same can be achieved by disabling the color formatting unit as 8 bit components are 
not dithered: 

// 8888 No dither 
ditherMode.UnitEnable = PERMEDIA3_FALSE 
 
DitherMode(ditherMode) // Load register 

������ �	
	���������	�
������
�
��
To set the framebuffer to 4 bit Color Index and enable dithering: 

�

// 4 bit CI with dithering 
ditherMode.UnitEnable = PERMEDIA3_TRUE 
ditherMode.DitherEnable = PERMEDIA3_TRUE 
ditherMode.ColorMode = PERMEDIA3_COLOR_FORMAT_CI_4 
DitherMode(ditherMode) // Load register 

4.2 Logical Op Unit 

The logical op unit performs two functions; logic ops between the fragment color (source 
color) and a value from the framebuffer (destination color), and, optionally control of a 
special Permedia3 mode which allows high performance flat shaded rendering. 
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������ ���	�
���
������
	�
�
����
������
This mode is still supported on the Permedia3 and is detailed below for completeness but 
offers no advantage over span processing.  The technique uses a color value from the 
FBWriteData register instead of fragment color. It is retained for backwards compatibility 
only. To use the mode the following constraints must be satisfied: 

• )ODW�VKDGHG�DOLDVHG�SULPLWLYH�

• 1R�GLWKHULQJ�UHTXLUHG�RU�ORJLFDO�RSV�

• 1R�VWHQFLO��GHSWK�RU�*,'�WHVWLQJ�UHTXLUHG�

• 1R�DOSKD�EOHQGLQJ�

�

If all the conditions are met then load the FBWriteData register with the required 
framebuffer color data and set the UseConstantFBWriteData bit in the LogicalOpMode 
register.  All unused units should be disabled. 

This mode is most useful for 2D applications or for clearing the framebuffer when the 
memory does not support block writes.  Note that the FBWriteData register should be 
considered volatile when context switching. 

������ �������������������
The logical operations supported by Permedia3 are: 

Ê

0RGH� 1DPH� 2SHUDWLRQ� 0RGH� 1DPH� 2SHUDWLRQ�

�� &OHDU� �� �� 1RU� a�6�_�'��

�� $QG� 6�	�'� �� (TXLYDOHQW� a�6�A�'��

�� $QG�5HYHUVH� 6�	�a'� ��� ,QYHUW� a'�

�� &RS\� 6� ��� 2U�5HYHUVH� 6�_�a'�

�� $QG�,QYHUWHG� a6�	�'� ��� &RS\�,QYHUW� a6�

�� 1RRS� '� ��� 2U�,QYHUW� a6�_�'�

�� ;RU� 6�A�'� ��� 1DQG� a�6�	�'��

�� 2U� 6�_�'� ��� 6HW� ��

Ê 8�iÀi\Ê.ÊrÊ.�ÖÀViÊ­vÀ>}�i�Í®ÊV���À]Ê
ÊrÊ
iÃÍ��>Í���Ê­vÀ>�iLÖvviÀ®ÊV���ÀÊ

Table 4.9 Logical Operations 
 

For correct operation of this unit in a mode which takes the destination color, Permedia3 
must be configured to allow reads from the framebuffer using the FBReadMode @@@ 
register. See section §2 for more details. 

Permedia3 makes no distinction between RGBA and CI modes when performing logical 
operations. 

������ ����������
The operation of the unit is controlled by the LogicalOpMode register: 
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LogicalOpMode 
LogicalOpModeAnd 
LogicalOpModeOr 

1DPH� 7\SH� 2IIVHW� )RUPDW�

/RJLFDO2S0RGH� /RJLF�2SV� �[����� %LWILHOG�

/RJLFDO2S0RGH$QG� /RJLF�2SV� �[$(&�� %LWILHOG�/RJLF�0DVN�

/RJLFDO2S0RGH2U� /RJLF�2SV� �[$(&�� %LWILHOG�/RJLF�0DVN�

� &RQWURO�UHJLVWHUV� �

� � � �

%LWV�

�

1DPH� 5HDG� :ULWH� 5HVHW� 'HVFULSWLRQ�

�� (QDEOH� ✔ ✔ [� :KHQ�VHW�FDXVHV�WKH�IUDJPHQW
V�FRORU�WR�EH�ORJLDO�

RS
HG�XQGHU�FRQWURO�RI�WKH�UHPDLQLQJ�ELWV�LQ�WKLV�

UHJLVWHU���:KHQ�FOHDU�WKH�IUDJPHQW�FRORU�UHPDLQV�

XQFKDQJHG��EXW�PD\�ODWHU�WR�HIIHFWHG�E\�ZULWH�

PDVNLQJ���

�«�� /RJLF2S� ✔ ✔ [� 7KLV�ILHOG�GHILQHV�WKH�ORJLFDO�RS�IXQFWLRQ�WR�XVH���7KH�

RSWLRQV�DUH��

�� �&OHDU����� � �� �$QG�6�	�'��

�� �$QG5HYHUVH��6�	�a'�� �� �&RS\��6��

�� �$QG,QYHUW��a6�	�'�� �� �1RRS��'��

�� �;RU��6�A�'�� � �� �2U��6�_�'��

�� �1RU��a�6�_�'��� � �� �(TXLY��a�6�A�'���

��� �,QYHUW��a'�� �

��� �2U5HYHUVH��6�_�a'��

��� �&RS\,QYHUW��a6�� �

��� �2U,QYHUW��a6�_�'�� ��� �1DQG��a�6�	�'���

��� �6HW������

ZKHUH��� 6�LV�&RORU�RU�)%6RXUFH'DWD�

� '�LV�)%'DWD�

�� 8VH&RQVWDQW)%

:ULWH'DWD��

✔ ✔ [� 7KHUH�LV�QR�ORQJHU�DQ\��SHUIRUPDQFH�DGYDQWDJH�WR�

XVLQJ�WKLV�ELW�EXW�LW�LV�UHWDLQHG�IRU�EDFNZDUGV�

FRPSDWDELOLW\����

�� %DFNJURXQG(Q

DEOH�

✔ ✔ [� 7KLV�ELW��ZKHQ�VHW��HQDEOHV�D�GLIIHUHQW�ORJLFDO�RSHUDWLRQ�

WR�EH�GRQH�IRU�EDFNJURXQG�SL[HOV���,I�WKLV�ELW�LV�FOHDU�

WKHQ�WKH�VDPH�ORJLFDO�RSHUDWLRQ�LV�DSSOLHG�WR�

IRUHJURXQG�DQG�EDFNJURXQG�SL[HOV���6HWWLQJ�WKLV�ELW�

ZKHQ�WKH�(QDEOH�ILHOG�LV�]HUR�KDV�QR�HIIHFW��

$�EDFNJURXQG�SL[HO�LV�D�SL[HO�ZKRVH�FRUUHVSRQGLQJ�ELW�

LQ�WKH�FRORU�PDVN�LV�]HUR��
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�«��� %DFNJURXQG/RJ

LFDO2S�

✔ ✔ [� 7KLV�ILHOG�VSHFLILHV�WKH�ORJLFDO�RSHUDWLRQ�WR�DSSO\�WR�

EDFNJURXQG�SL[HOV��LI�WKLV�KDV�EHHQ�HQDEOHG�E\�WKH�

%DFNJURXQG(QDEOH�ILHOG���7KH�RSWLRQV�DQG�ILHOG�YDOXHV�

DUH�WKH�VDPH�DV�WKH�/RJLFDO2S�ILHOG��

��� 8VH&RQVWDQW6R

XUFH�

✔ ✔ [� 7KLV�ILHOG��ZKHQ�VHW��FDXVHV�WKH�VRXUFH�GDWD�WR�EH�WDNHQ�

IURP�WKH�)RUHJURXQG&RORU�UHJLVWHU��RWKHUZLVH�LW�LV�

WDNHQ�IURP�WKH�IUDJPHQW��LI�QHHGHG���7KH�FRORU�IRUPDW�

LV�LQ�WKH�UDZ�IUDPHEXIIHU�IRUPDW�DQG����RU����ELW�SL[HOV�

VKRXOG�KDYH�WKHLU�FRORU�UHSOLFDWHG�WR�ILOO�WKH�IXOO����

ELWV��

��«��� 8QXVHG� �� �� [� �

 

������ �����	
��
��
To set the logical operation to XOR. 

Ê

// Set framebuffer to allow reads 
// Not shown 
logicalOpMode.UnitEnable = PERMEDIA3_ENABLE 
logicalOpMode.LogicalOp = PERMEDIA3_LOGICOP_XOR 
 
LogicalOpMode(logicalOpMode) // Load register 

������ �����

����
��������
���������
����	
��
��
To set the logical operation to COPY, enable the software writemask, and write to the 
green component in an 8 bit framebuffer configured in 3:3:2 RGB mode: 

 
// Set framebuffer to allow reads 
// Not shown 
 
ditherMode.UnitEnable = PERMEDIA3_ENABLE 
ditherMode.DitherEnable = PERMEDIA3_ENABLE 
ditherMode.ColorMode = PERMEDIA3_COLOR_FORMAT_RGB_332 
DitherMode(ditherMode)  // Load register 
 
logicalOpMode.UnitEnable = PERMEDIA3_ENABLE 
logicalOpMode.LogicalOp = PERMEDIA3_LOGICOP_COPY 
LogicalOpMode(logicalOpMode) // Load register 
 
FBSoftwareWriteMask(0xFFFFFFE3) 
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���
�������������	
������
�
	

Two types of framebuffer writemasking are supported by Permedia3; Software and 
Hardware. Software writemasking requires a read from the framebuffer to combine the 
fragment color with the framebuffer color before checking the bits in the mask to see which 
planes are writeable. Hardware writemasking is implemented using SDRAM/SGRAM 
writemasks and no framebuffer read is required. 

������ ����	
���
�����
����
Software writemasking is controlled by the FBSoftwareWriteMask register. The data field 
has one bit per framebuffer bit which when set, allows the corresponding framebuffer bit to 
be updated. When reset it disables writing to that bit. Software writemasking is applied to 
all fragments and is not controlled by an enable/disable bit. However it may effectively be 
disabled by setting the mask to all 1’s. Note that the ReadDestination bit must be enabled 
in the FBDestReadMode  register when using software writemasks, in which some of the 
bits are zero. 

See the Framebuffer Read/Write section for details of how to enable/disable framebuffer 
reads. 

������ �
��	
���
�����
����
Hardware writemasks, if present, are controlled using the FBHardwareWriteMask register. 
If the framebuffer supports hardware writemasks, and they are to be used, then software 
writemasking should be disabled (by setting all the bits in the FBSoftwareWriteMask 
register). This will result in fewer framebuffer reads when no logical operations or alpha 
blending is needed. 

If the framebuffer is used in 8 bit packed mode, then an 8 bit hardware writemask must be 
replicated to all 4 bytes of the FBHardwareWriteMask register. If the framebuffer is in 16 bit 
packed mode then the 16 bit hardware writemask must be replicated to both halves of the 
FBHardwareWriteMask register.  

See the Permedia3 Reference Guide for more details of framebuffer hardware writemasks. 

������ ����������
Both registers FBHardwareWriteMask and FBSoftwareWriteMask are 32 bit registers in 
which each bit represents a bit in the framebuffer. 

������ ����	
���
�����
�����
�����
Using software writemasks: 

// Enable framebuffer reads (not shown) 
// Set the writemask 
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FBSoftwareWriteMask(0x0F0F0F0F) 

See §4.2.5 for another example 

������ ����	��
����

�����������
�
Using hardware writemasks when neither logic ops, nor alpha blending are enabled: 

 
// Disable framebuffer reads (not shown) 
// Set the writemasks 
FBSoftwareWriteMask(0xFFFFFFFF) // ’Disable’ 
FBHardwareWriteMask(0xF0F0F0F0) // Actual writemask 
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The Host Out Unit controls which data is available at the output FIFO, and gathers 
statistics about the rendering operations (picking and extent testing) and the 
synchronization of Permedia3 via the Sync register. 

6.1 Filtering 

Filtering controls the data available at the output FIFO. There are a number of categories: 

• GHSWK��VWHQFLO�DQG�FRORU���WKHVH�DUH�GDWD�YDOXHV�DVVRFLDWHG�ZLWK�D�IUDJPHQW�ZKLFK�KDV�EHHQ�UHDG�

IURP�WKH�ORFDOEXIIHU�RU�IUDPHEXIIHU��RU�JHQHUDWHG�XVLQJ�WKH�8S/RDG'DWD�IODJ�LQ�WKH�)UDPHEXIIHU�

:ULWH�8QLW��

• $�VLQJOH�UHJLVWHU��6\QF��ZKLFK�LV�XVHG�WR�V\QFKURQL]H�3HUPHGLD��DQG�IOXVK�WKH�JUDSKLFV�SLSHOLQH��

• 6WDWLVWLFV��7KH�UHJLVWHUV�DVVRFLDWHG�ZLWK�H[WHQW�DQG�SLFNLQJ��

�

The filtering is controlled by the FilterMode register which is split into 2 bit fields for each 
category. The 2 bit field selects whether the register tag and/or register data, are passed to 
the output FIFO. The format of the FilterMode register is shown in the table below. 

Ê

Register Category Tag 
Control 
Bit 

Data 
Control 
Bit 


iÃVÀ�«Í���Ê

'LDJQRVWLF�8VH�2QO\� �� �� Ê

'LDJQRVWLF�8VH�2QO\� �� �� Ê

'HSWK� �� �� 7KLV�LV�WKH�GDWD�IURP�LPDJH�XSORDG�RI�WKH�'HSWK��=��

EXIIHU��

6WHQFLO� �� �� 7KLV�LV�WKH�GDWD�IURP�LPDJH�XSORDG�RI�WKH�6WHQFLO�EXIIHU��

&RORU� �� �� 7KLV�LV�WKH�GDWD�IURP�LPDJH�XSORDG�RI�WKH�)UDPHEXIIHU�

�)%&RORU���

6\QFKURQL]DWLRQ� ��� ��� Ê

6WDWLVWLFV� � ��� 7KLV�LV�WKH�GDWD�JHQHUDWHG�IROORZLQJ�D�FRPPDQG�WR�UHDG�

EDFN�WKH�UHVXOWV�RI�WKH�VWDWLVWLF�PHDVXUHPHQWV��3LFN5HVXOW��

0D[+LW5HJLRQ��0LQ+LW5HJLRQ��

'LDJQRVWLF�8VH�2QO\� ��� ��� Ê

 
Table 6.10 Filter Modes 
�
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������ ����	
���
	�������	�
// Set up Filter mode to only permit read back of 
// synchronization tag and data 
FilterMode(0x0C00) // Set bits 10 & 11 

������ ������������	
�������
There are two statistic collection modes of operation; picking and extent checking. Picking 
is normally used to select drawn objects or regions of the screen. Typically, extent 
checking is used to determine the bounds within which drawing has occurred so that a 
smaller area of the framebuffer can subsequently be cleared. Spans are handled by 
Permedia3 in a fully consistent way for picking and extent checking. 

Statistic collection is controlled using the StatisticMode register. 

�������� 3LFNLQJ��

In picking mode, the active and/or passive fragments and spans have their associated XY 
coordinates compared against the coordinates specified in the MinRegion and 
MaxRegion registers. If the result is true, then the PickResult flag is set, otherwise it holds 
its previous state. The compare function can be either Inside or Outside. Before picking 
picking can start, the ResetPickResult register must be loaded to clear the PickResult 
flag. 

The MinRegion and MaxRegion registers are loaded to select the region of interest  for 
picking picking. A coordinate is inside the region if: 

 

Xmin ≤ X < Xmax 
Ymin ≤ Y < Ymax 

where X and Y are from the fragment and the min/max values are from MinRegion and 
MaxRegion registers. This comparison is identical to the one used in the scissor tests. 

The following stages are required for picking picking: 

1) load ResetPickResult,  MinRegion and MaxRegion registers 

2) Set up the FilterMode to allow statistic commands out of Permedia3 MX 

3) Draw the primitives. 

4) Send a PickResult command. 

5) Poll the output FIFO waiting for the PickResult to have passed through Permedia3 
MX. 

�������� ([WHQW�&KHFNLQJ�

In extent mode, active and/or passive fragments have their associated XY coordinates 
compared to the MinRegion and MaxRegion registers and if found to be outside the 
defined rectangular region, then the appropriate register is updated with the new 
coordinate(s) to extend the region. The Inside/Outside bit has no effect in this mode. Block 
fills are included in the extent checking if the StatisticModeÊÀi}�ÃÍiÀÊ�ÃÊÃiÍÊÍ�Ê��V�Ö`iÊÃ«>�Ã°Ê
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The MinRegion and MaxRegion registers are loaded to select the maximum value 
(MinRegion) and minimum value (MaxRegion) for extent checking. A coordinate is inside 
the region if: 

Xmin ≤ X < Xmax 
Ymin ≤ Y < Ymax 
where X and Y are from the fragment and the min/max values are from MinRegion and 
MaxRegion registers. This comparison is identical to the one used in the scissor tests. 

Once all the necessary primitives have been rendered the results can be found using the 
MinHitRegion and MaxHitRegion commands, which cause the contents of the 
MinRegion and MaxRegion registers respectively to be written into the output FIFO 
(under control of the FilterMode register). 

������ ���	
���
���
���
The Sync register is filtered and written to the output FIFO in a similar fashion to the other 
registers. If an interrupt is required to be generated then the most significant bit of the 
Sync command register must be set, and the filtering must be set up to write something 
into the FIFO. If nothing is written to the FIFO (because of the FilterMode) then no interrupt 
will be generated. The actual interrupt will not be generated until the Sync data or tag has 
passed through, and is on the output of the FIFO, so as to allow low level 
resynchronization between the core and PCI clock domains. The FIFO has an extra bit in 
width to accommodate the interrupt signal. When both the data and tag are written into the 
FIFO only the first entry in the FIFO will cause the interrupt (assuming an interrupt was 
requested). 

The remaining bits in the data field are free and can be used by the host to identify the 
reason for the Sync. 

������ ���
������
Filtering is controlled by the FilterMode register: 

FilterMode 
FilterModeAnd 
FilterModeOr 

1DPH� 7\SH� 2IIVHW� )RUPDW�

)LOWHU0RGH� 2XWSXW� �[�&��� %LWILHOG�

)LOWHU0RGH$QG� 2XWSXW� �[$'��� %LWILHOG�/RJLF�0DVN�

)LOWHU0RGH2U� 2XWSXW� �[$'��� %LWILHOG�/RJLF�0DVN�

� &RQWURO�UHJLVWHUV� �

� � � �
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%LWV�

�

1DPH� 5HDG�� :ULWH� 5HVHW� 'HVFULSWLRQ�

�«�� 5HVHUYHG�� ✔ ✔ [� 5HVHUYHG�IRU�GLDJQRVWLF�XVH�²�VHW�WR���

�� /%'HSWK7DJ� ✔ ✔ [� :KHQ�VHW�DOORZV�WKH�/%'HSWK�WDJ�WR�EH�ZULWWHQ�LQWR�WKH�

RXWSXW�),)2��

�� /%'HSWK'DWD� ✔ ✔ [[� :KHQ�VHW�DOORZV�WKH�GDWD�XSORDG�IURP�WKH�'HSWK�

EXIIHU�WR�EH�ZULWWHQ�LQWR�WKH�RXWSXW�),)2��

�� 6WHQFLO7DJ� ✔ ✔ [� :KHQ�VHW�DOORZV�WKH�/%6WHQFLO�WDJ�WR�EH�ZULWWHQ�LQWR�

WKH�RXWSXW�),)2��

�� 6WHQFLO'DWD� ✔ ✔ [� :KHQ�VHW�DOORZV�WKH�GDWD�XSORDG�IURP�WKH�6WHQFLO�

EXIIHU�WR�EH�ZULWWHQ�LQWR�WKH�RXWSXW�),)2��

�� )%&RORU7DJ� ✔ ✔ [� :KHQ�VHW�DOORZV�WKH�)%&RORU�WDJ�WR�EH�ZULWWHQ�LQWR�WKH�

RXWSXW�),)2��

�� )%&RORU'DWD� ✔ ✔ [� :KHQ�VHW�DOORZV�WKH�GDWD�XSORDG�IURP�WKH�IUDPHEXIIHU�

WR�EH�ZULWWHQ�LQWR�WKH�RXWSXW�),)2��

��� 6\QF7DJ� ✔ ✔ [� :KHQ�VHW�DOORZV�6\QF�WDJ�WR�EH�ZULWWHQ�LQWR�WKH�RXWSXW�

),)2��

��� 6\QF'DWD� ✔ ✔ [� :KHQ�VHW�DOORZV�WKH�6\QF�GDWD�WR�EH�ZULWWHQ�LQWR�WKH�

RXWSXW�),)2��

��� 6WDWLVWLFV7DJ� ✔ ✔ [� :KHQ�VHW�DOORZV�WKH�3LFN5HVXOW��0D[+LW5HJLRQ�DQG�

0LQ+LW5HJLRQ�WDJV�WR�EH�ZULWWHQ�LQWR�WKH�RXWSXW�),)2��

��� 6WDWLVWLFV'DWD� ✔ ✔ [� :KHQ�VHW�DOORZV�WKH�3LFN5HVXOW��0D[+LW5HJLRQ�DQG�

0LQ+LW5HJLRQ�GDWD�WR�EH�ZULWWHQ�LQWR�WKH�RXWSXW�),)2��

��� 5HPDLQGHU7DJ� ✔ ✔ [� :KHQ�VHW�DOORZV�DQ\�WDJV�QRW�FRYHUHG�E\�WKH�

FDWHJRULHV�LQ�WKLV�WDEOH�WR�EH�ZULWWHQ�LQWR�WKH�RXWSXW�

),)2��

��� 5HPDLQGHU'DWD� ✔ ✔ [� :KHQ�VHW�DOORZV�DQ\�GDWD�QRW�FRYHUHG�E\�WKH�

FDWHJRULHV�LQ�WKLV�WDEOH�WR�EH�ZULWWHQ�LQWR�WKH�RXWSXW�

),)2��

��«��� %\WH6ZDS� ✔ ✔ � 7KLV�ILHOG�FRQWUROV�WKH�E\WH�VZDSSLQJ�RI�WKH�GDWD�ILHOG�

ZKHQ�LW�LV�ZULWWHQ�LQWR�WKH�RXWSXW�),)2���7KH�RSWLRQV�

DUH��

� �� �$%&'� �L�H��QR�VZDS��

� �� �%$'&�

� �� �&'$%�

� �� �'&%$�

��� &RQWH[W7DJ� ✔ ✔ [� :KHQ�VHW�DOORZV�WKH�&RQWH[W'DWD�DQG�(QG2I)HHGEDFN�

WDJV�WR�EH�ZULWWHQ�LQWR�WKH�RXWSXW�),)2��

��� &RQWH[W'DWD� ✔ ✔ [� :KHQ�VHW�DOORZV�WKH�&RQWH[W'DWD�DQG�(QG2I)HHGEDFN�

GDWD�WR�EH�ZULWWHQ�LQWR�WKH�RXWSXW�),)2��

��������������������������������������������������������������������
��/RJLF�2S�UHJLVWHU�UHDGEDFN�LV�YLD�WKH�PDLQ�UHJLVWHU�RQO\�
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��� 5XQ/HQJWK�

(QFRGH�'DWD�

✔ ✔ [� 7KLV�ELW��ZKHQ�VHW��ZLOO�ZULWH�UXQ�OHQJWK�HQFRGHG�GDWD�

LQWR�WKH�KRVW�RXW�),)2��

��«��� 8QXVHG�� �� �� [� �

  

1RWHV�� 7KLV�UHJLVWHU�FDQ�RQO\�EH�XSGDWHG�LI�WKH�6HFXULW\�UHJLVWHU�LV�VHW�WR����

 

Figure 6-1 FilterMode Register 
�

Statistic collection is controlled by the StatisticMode register: 

StatisticMode 
StatisticModeAnd 
StatisticModeOr 

1DPH� 7\SH� 2IIVHW� )RUPDW�

6WDWLVWLF0RGH� 2XWSXW� �[�&��� %LWILHOG�

6WDWLVWLF0RGH$QG� 2XWSXW� �[$'��� %LWILHOG�/RJLF�0DVN�

6WDWLVWLF0RGH2U� 2XWSXW� �[$'��� %LWILHOG�/RJLF�0DVN�

� &RPPDQG� �

� � � �

%LWV�

�

1DPH� 5HDG� :ULWH� 5HVHW� 'HVFULSWLRQ�

�� (QDEOH� ✔ ✔ [� :KHQ�VHW�DOORZV�WKH�FROOHFWLRQ�RI�VWDWLVWLFV�

LQIRUPDWLRQ��

�� 6WDWV7\SH� ✔ ✔ [� 6HOHFWV�WKH�W\SH�RI�VWDWLFVWLFV�WR�JDWKHU���7KH�RSWLRQV�

DUH��

� �� �3LFNLQJ�

� �� �([WHQW�

�� $FWLYH6WHSV� ✔ ✔ [� :KHQ�VHW�LQFOXGHV�DFWLYH�IUDJPHQWV�LQ�WKH�VWDWLVWLFV�

JDWKHULQJ��RWKHUZLVH�WKH\�DUH�H[FOXGHG��

�� 3DVVLYH6WHSV� ✔ ✔ [� :KHQ�VHW�LQFOXGHV�FXOOHG�IUDJPHQWV�LQ�WKH�VWDWLVWLFV�

JDWKHULQJ��RWKHUZLVH�WKH\�DUH�H[FOXGHG��

�� &RPSDUH�

)XQFWLRQ�

✔ ✔ [� 6HOHFWV�WKH�W\SH�RI�FRPSDUH�IXQFWLRQ�WR�XVH���7KH�

RSWLRQV�DUH��

� �� �,QVLGH�UHJLRQ�

� �� �2XWVLGH�UHJLRQ�

�� 6SDQV� ✔ ✔ [� :KHQ�VHW�LQFOXGHV�VSDQV�LQ�WKH�VWDWLVWLFV�JDWKHULQJ��

RWKHUZLVH�WKH\�DUH�H[FOXGHG��

������ 8QXVHG�� �� �� [� �
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Figure 6-2 StatisticMode Register 
MinRegion, MaxRegion registers are used to load picking/extent regions, and 
MaxHitRegion and MinHitRegion are used to read the registers back.  The format is 16 
bit 2’s complement numbers, X in the least significant end of the word. 

PickResult is used to read the results of picking, the pick flag is placed in the least 
significant bit of the 32 bit register. ResetPickResult is used to clear the picking flag, the 
data field is not used. 

The Sync register is 32 bits with the most significant bit set to indicate an interrupt is to be 
generated, bits 0-30 are available for the user. 

������ ���	�
���
������
Set  the statistic mode to picking and detect any active fragments in the region 0x0 <= x < 
0x100, 0x0  <= y < 0x100.  Render some primitives then read back the results. 

 
// Set filter mode as above 
FilterMode(0x0C00) // Set bits 10 & 11 
 
// Set statistic mode 
MinRegion(0) 
MaxRegion(0x100 | 0x100 << 16) 
 
// Clear the picking flag 
ResetPickResult(0x0)      // Data not used 
 
// Now render primitives.... ... 
Render (render)   // All units set as appropriate 
 
// All rendering finished. 
// Set the filter mode to allow read back of Syncs 
// and statistic information (tag and data) 
FilterMode(0x3C00) // Set bits 10 to 13 
 
// Write to the PickResult register 
PickResult(0x0)   // Data not used 
 
// Now read the PickResult from the output FIFO (not shown) 
 

������ ��
���
���������
������
Generate a synchronization interrupt and encode some user defined data (0x34) in the 
lower 31 bits of the Sync register. 

// Set up Filter mode to only permit read back of 
// synchronization tag and data 
FilterMode(0x0C00) // Set bits 10 & 11 
 
// Write to the Sync register with the top bit  
// (bit 31) set and user data encoded into the 
// lower bits (0-30) 
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sync = (0x1 << 31) | (0x34 & 0x7FFFFFFF) 
Sync (sync) 
 
// Now wait for the sync interrupt. (Not shown.)  
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���
����������������	

7.1 Initializing Permedia3 

This section illustrates how to initialize Permedia3 following reset, prior to carrying out 
rendering operations. 

Initialization falls broadly into three areas, though in different systems precise 
responsibilities can vary: 

• 6\VWHP�LQLWLDOL]DWLRQ�FRYHUV�WKH�3&,�EXV��PHPRU\�VHW�XS�DQG�YLGHR�RXWSXW��7KLV�LQIRUPDWLRQ�

W\SLFDOO\�LV�RQO\�LQLWLDOL]HG�RQFH�IROORZLQJ�UHVHW��

• � :LQGRZ�LQLWLDOL]DWLRQ�FRYHUV�WKH�EDVH�DGGUHVV�RI�WKH�FXUUHQW�UHQGHULQJ�ZLQGRZ�DQG�LWV�FRORU�

IRUPDW��7KLV�PXVW�EH�LQLWLDOL]HG�DW�UHVHW�DQG�QHHGV�WR�EH�XSGDWHG�HDFK�WLPH�3HUPHGLD��VWDUWV�

GUDZLQJ�WR�D�QHZ�ZLQGRZ��

• $SSOLFDWLRQ�LQLWLDOL]DWLRQ�FRYHUV�VWDWH�WKDW�LV�W\SLFDOO\�G\QDPLF��HQDEOLQJ�DQG�GLVDEOLQJ�GHSWK�WHVWLQJ�

IRU�H[DPSOH��$JDLQ�WKLV�VWDWH�PXVW�EH�VHW�DW�UHVHW��EXW�LV�OLNHO\�WR�EH�XSGDWHG�UHODWLYHO\�IUHTXHQWO\��

To make use of the full functionality of Permedia3 consult the relevant sections of Chapter 
1 - Graphics Programming.  Examples are given which make use of the pseudocode 
conventions given in Appendix B. 

Note: In general the graphics registers are not hardware initialized to specific 
values at reset. In the examples below it is assumed that the data structures 
used to load these registers are initialized to zero. Thus bit fields which are 
not set explicitly default to zero. 

������ ������	
���
���	
��	���
�
The units and FIFOs can be reset under software control or by a hardware reset signal, 
usually as a result of power-on. 

During reset all the inter-unit FIFOs, the FIFOs between the core and the memory 
controller, and the host interface are emptied.  Some of the units (Local Buffer Read and 
Framebuffer Read) also have internal FIFOs and these are cleared as well. 

All the state machines in each unit are forced into their idle state so this together with the 
FIFOs being empty guarantees a safe start when the first message is received. 

Note: A reset does not, in general, change the contents of any state information 
which can be readback.  After a power-on reset all these registers must be 
initialised by software to place them in a well defined state before any 
rendering is done.  Units are not automatically disabled on a reset. 
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6.3 System Initialization 

������ ����	
��
There are a set of PCI related registers which can be interrogated for information about the 
chip, for example its revision and device ID. Some of these PCI related registers need to 
be set up at reset, for instance to configure the base addresses of the different memory 
regions of the chip. However, the subject of PCI bus initialization is beyond the scope of 
this document. For more details refer to the Reset chapter of the Permedia3 Reference 
Guide, and the PCI Local Bus Specification Rev2.1. 

������ 
������������
�������
There are no memory hardware configuration pins. Memory parameters are set through a 
group of registers in Region 0.  These parameters are described in detail in the Permedia3 
Reference Guide, chapter 9 (Memory Systems)  including register bitfields and sample 
configurations.  The primary registers are LocalMemCaps and LocalMemControl.   
LocalMemCaps is show below. 

LocalMemCaps 

1DPH� 7\SH� 2IIVHW� )RUPDW�

/RFDO0HP&DSV� 0HPRU\�&RQWURO� �[����� %LWILHOG�

� &RPPDQG�UHJLVWHU� �

� � � �

%LWV�

�

1DPH� 5HDG� :ULWH� 5HVHW� 'HVFULSWLRQ�

����� &ROXPQ�

$GGUHVV�

✓ ✓ �� $GGUHVV�ELWV�WR�XVH�IRU�FROXPQ�DGGUHVV��

����� 5RZ$GGUHVV� ✓ ✓ �� $GGUHVV�ELWV�WR�XVH�IRU�URZ�DGGUHVV��

������ %DQN$GGUHVV� ✓ ✓ �� $GGUHVV�ELWV�WR�XVH�IRU�EDQN�DGGUHVV��

������� &KLS6HOHFW� ✓ ✓ �� $GGUHVV�ELWV�WR�XVH�IRU�FKLS�VHOHFW��

������� 3DJH6L]H� ✓ ✓ �� 3DJH�VL]H��XQLWV� ��IXOO�ZLGWK�RI�PHPRU\��

�� ����XQLWV� �� ����XQLWV��HWF�

������� 5HJLRQ6L]H� ✓ ✓ �[)� 5HJLRQ�VL]H��XQLWV� ��IXOO�ZLGWK�RI�PHPRU\��

�� ����XQLWV� �� ����XQLWV��HWF�

��� 1R3UHFKDUJH�

2SW�

✓ ✓ �� �� �RII� � �� �RQ�

�

��� 6SHFLDO0RGH�

2SW�

✓ ✓ �� �� �RII� � �� �RQ�

��� 7ZR&RORU�

%ORFN)LOO�

✓ ✓ �� �� �RII� � �� �RQ�

��� &RPELQH�%DQNV� ✓ ✓ �� �� �RII� � �� �RQ�

��� 1R:ULWH0DVN� ✓ ✓ �[�� �� �RII� � �� �RQ�
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��� 1R%ORFN)LOO� ✓ ✓ �[�� �� �RII� � �� �RQ�

��� +DOI:LGWK� ✓ ✓ �[�� �� �RII� � �� �RQ�

��� 1R/RRN$KHDG� ✓ ✓ �[�� �� �RII� � �� �RQ�

 
1RWHV�� ��� 7KH�&ROXPQ$GGUHVV��5RZ$GGUHVV��%DQN$GGUHVV��DQG�&KLS6HOHFW�ILHOGV�VHOHFW�WKH�ELWV�RI�WKH�

DEVROXWH�SK\VLFDO�DGGUHVV�WKDW�DUH�WR�EH�XVHG�WR�GHILQH�FRUUHVSRQGLQJ�SDUDPHWHUV��(DFK�YDOXH�

IROORZV�RQ�IURP�WKH�SUHYLRXV�RQH��VR�WKH�&KLS6HOHFW�YDOXH�VWDUWV�DW�&ROXPQ$GGUHVV���

5RZ$GGUHVV���%DQN$GGUHVV�DQG�FRQWLQXHV�IRU�&KLS6HOHFW�ELWV��

��� 7KH�3DJH6L]H�ILHOG�GHILQHV�WKH�VL]H�RI�WKH�SDJH��DQG�WKH�5HJLRQ6L]H�ILHOG�GHILQHV�WKH�VL]H�RI�WKH�

UHJLRQ�RI�PHPRU\�WKDW�HDFK�RI�WKH�IRXU�SDJH�GHWHFWRUV�VKRXOG�EH�DVVLJQHG�WR��VR�WKDW�LW�LV�VHW�WR�

RQH�TXDUWHU�RI�WKH�PHPRU\�VL]H���

 

������ ���	
����
��	����������	����	
��
Video Timing initialization is described in Volume I, chapter 5 (Video System). 

������ �
��	����	
��	����
The size of each pixel to be written into the framebuffer is set up using the PixelSize 
register.  The two bit pixel size encoding field sets the pixel size to be used for merging the 
pixel data into the memory.  It is normally set to the same value for all functions, but for 
generating texture maps it may be advantageous to use a different write pixel size.  

The pixel size is taken from bits 0…1 when bit 31 is 0 or taken from subsequent bites for 
local functionality when bit 31 is 1.   The two bit pixel size is encoded as follows: 

• �� ����ESS�

• �� ����ESS�

• �� ���ESS�

During readback bits 0…17 and 31 return values as loaded and bits 18…30 return zero. 

������ � 
		��!�����
The visible screen width depends on the framebuffer configuration, screen clipping 
dimensions and RAMDAC setup.  Framebuffer configuration is described in Volume I, 
section 3.5.1 (Framebuffer Dimensions and Depth).   

������ � 
		��"���������	�������
Permedia3 supports a screen scissor clip which should be set at system initialization, and 
a user scissor clip which should initially be disabled.  Assuming that the relevant  
framebuffer registers6 are set appropriately (see the P4 Programmer’s Guide Volume I, 
chapter 4, “Buffer and Cache Management”) then setting the screen clip prevents writing 

��������������������������������������������������������������������
��)UDPHEXIIHU�DQG�/RFDOEXIIHU�PHPRU\�LV�GHILQHG�XVLQJ�VRXUFH�DQG�GHVWLQDWLRQ�UHDG�DQG�ZULWH�EDVH�DGGUHVVHV��RIIVHWV�DQG�
ZLGWKV�IRU�YDULRXV�IRUPDWV�DQG�OD\RXWV���6FUHHQ6L]H�ZLOO�WKHQ�EH�D�VXEVHW�RI�WKH�PHPRU\�DOORFDWHG�WR�WKH�EXIIHUV����
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outside framebuffer memory. The following example would be appropriate for a resolution 
of 1024 by 768 pixels: 

screenSize.X = 1024 
screenSize.Y = 768 
ScreenSize(ScreenSize) 
 
scissorMode.ScreenScissorEnable = Permedia3_ENABLE 
scissorMode.UserScissorEnable =   Permedia3_DISABLE 
ScissorMode(ScissorMode) 

������ ���	
��

��������������	���
����
��
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���������
�����	���
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Permedia3 supports a range of localbuffer configurations. During initialization, fields in the 
LBWriteFormat, LBWriteBufferWidth and LBReadFormat registers should be set to 
appropriate values which reflect the depth of memory on the board design, and the initial 
manner in which it is to be used.  

N.B.  The width of the Local and Frame buffers is needed toconvert x.y coordinates 
into a physical address ( = Y * FBWriteBufferWidth[buffer] + X).  The frame 
buffer height is not needed for this calculation.  

For example if the hardware is designed to support a 32 bit localbuffer, and initially this is 
to be divided into a 24 bit Depth buffer, 4 bit stencil and 4 GID planes then the registers 
must be set as follows (where “[mode]” = either destination or source): 

 
lb[mode]ReadFormat.DepthWidth  = 1 // 24 bit depth buffer 
lb[mode]ReadFormat.StencilPosition   = 8 // Stencil @ 24   
lb[mode]ReadFormat.StencilWidth = 4 // 4 bit stencil 
lb[mode]ReadFormat.GIDWidth  = 4  
lb[mode]ReadFormat.GIDPosition = 12 //GID @ 29 
 
LB[MODE]ReadFormat(lb[mode]ReadFormat) 
 
lbWriteFormat.DepthWidth = 1 // 24 bit depth buffer 
lbWriteFormat.StencilPosition  = 8 // Stencil @ 24 
lbWriteFormat.StencilWidth= 4 // 4 bit stencil 
lbWriteFormat.GIDWidth = 4  
lbWriteFormat.GIDPosition= 12 //GID @ 29 
 
LBWriteMode(lbWriteFormat) 

 

Note that within the limits of the memory depth that is physically available, it is possible to 
dynamically change the allocation of the bits, for instance on a per window basis. 

Set the framebuffer and localbuffer source and/or destination read units to their default 
data sources: 

fbSourceReadMode.DataType =   Permedia3_FBSourceDATA 
FBSourceReadMode(fbSouceReadMode) 
 
lbSourceReadMode.DataType =   Permedia3_LBSourceDEFAULT 
LBSourceReadMode(lbSourceReadMode) 
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Under some circumstances it is necessary for the host to synchronize with Permedia3. 
This is controlled using the Sync command which causes data to be written to the host out 
FIFO once all processing has completed. The host out FIFO should normally be initialized 
to pass these pieces of data (they can be filtered out). 

The host out unit should normally be set to filter out all other output data, otherwise the 
host software must regularly poll the output FIFO to keep it drained and prevent it freezing 
the pipeline. For example: 

 
filterMode.Depth = Permedia3_NULL 
filterMode.Stencil = Permedia3_NULL 
filterMode.Color = Permedia3_NULL 
FilterMode  
      Synchronization = Permedia3_FILTER_TAG_AND_DATA 
 // Allow syncs through 
filterMode.Statistics = Permedia3_NULL 
FilterMode(filterMode) 
 

������� �������
��������������������
The Graphic ID should normally be initially disabled using the GIDMode FragmentEnable 
bit.  Refer to chapter 1 - Graphics Programming - for more details.   

7.2 Window Initialization 

Permedia3 supports the concept of a window origin and makes it relatively simple to 
implement systems which allow different color formats to coexist in different windows. 

������ ��������� �	�
The Color formatting unit and the Alpha blend unit should be initialized to an appropriate 
color format at reset.  The units support a variety of different formats - see the Permedia3 
Reference Guide, AlphaBlendColor register ColorFormat bitfield and related tables. 

For example to render in 3:3:2, 8 bit color format, the following would be needed:Ê
ditherMode.ColorFormat= Permedia3_COLOR_FORMAT_RGB_332_FRONT 
DitherMode(ditherMode) 
 
alphaBlendColorMode.ColorFormat  = 
Permedia3_COLOR_FORMAT_RGB_332_FRONT 
AlphaBlendColorMode(alphaBlendColorMode) 

 

0�Êi�>L�iÊ`�Í�iÀ��}ÊÖÃiÊÍ�iÊv����Ý��}\Ê

ditherMode.Xoffset  = 0 
ditherMode.Yoffset  = 0 
ditherMode.DitherEnable = Permedia3_ENABLE 
ditherMode.UnitEnable = Permedia3_ENABLE 
DitherMode(ditherMode) 
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Note: The color formatting unit is normally always enabled even if dithering itself is 
not. This is because the unit handles color formatting as well as the dithering 
operation. 

������ �����	
�������	
����

������	
����
�	��
Permedia3 supports the concept of a current window origin. The origin of the window can 
be specified either as being in the Top Left or Bottom Left  corner and (for Framebuffer 
functions) one of four destination buffers. This allows  the user to pick the most appropriate 
coordinate system to use; for OpenGL it would typically be bottom left, whereas for an X 
windows implementation it would be Top Left. Thus for OpenGL set: 

fbDestReadMode.Origin[1] =Permedia3_BOTTOM_LEFT_WINDOW_ORIGIN 
FBDestReadMode(fbDestReadMode) 
 
lbDestReadMode.Origin[1] =Permedia3_BOTTOM_LEFT_WINDOW_ORIGIN 
LBDestReadMode(lbDestReadMode) 

 

The window dimensions for clipping are set in the scissor unit.  The ScissorMinXY register 
holds the minimum XY scissor coordinate - i.e. the rectangle corner closest to the screen 
origin.   This information usually is provided by the window system. It needs updating if the 
window moves.  As an example if the position of the window is (200, 600 to 480,960) 
(using a bottom left coordinate system), the clipping coordinate is specified as follows: 

ScissorMinXY = 200, 600 
ScissorMaxXY = 480,960 

To set the buffer origin using the BufferAddress and BufferOffset registers see P10 
Programmer’s Guide Volume 1, “Buffer and Cache Management”.  Unpatched addresses 
can be held using only the BufferAddress register(s).  Patched address offsets must be 
held in the BufferOffset registers to convert the absolute memory address into a scree-
relative address which can be used for patching.   

������ �����������
Normally both the hardware (if present) and the software writemasks are initially set to 
make all bitplanes writeable: 

FBSoftwareWriteMask(Permedia3_ALL_WRITEMASKS_SET) 
FBHardwareWriteMask(Permedia3_ALL_WRITEMASKS_SET) 

See Chapter 10, Framebuffer Writemasks, for more information. 

������ �	����	
������	
�
Which buffers are enabled at any given time is window specific and should be considered 
for performance reasons. Performance will be improved if unnecessary reads from, and 
writes to, buffers are disabled. For example if the current rendering does not use depth, 
stencil, or pixel ownership testing, then reading and writing to the localbuffer may be 
disabled. The following example initializes the buffers to allow Z buffering and alpha 
blending: 

fbWriteMode.WriteEnable = Permedia3_ENABLE 
FBWriteMode(fbWriteMode) 
lbWriteMode.WriteEnable = Permedia3_ENABLE 
LBWriteMode(lbWriteMode) 
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lbSourceReadMode.Enable = Permedia3_DISABLE 
lbDestReadMode.Enable = Permedia3_ENABLE 
LBSourceReadMode(lbSourceReadMode) 
LBDestReadMode(lbDestReadMode) 
 
fbSourceReadMode.ReadEnable = Permedia3_DISABLE 
fbDestReadMode.ReadEnable = Permedia3_ENABLE 
FBDestReadMode(fbDestReadMode) 

Note: to use software writemasking, the FBDestReadMode register’s ReadEnable 
field needs to be set if the writemask is set to other than all 1’s. 

7.3 Application Initialization 

While an application is running it may dynamically use features of Permedia3 such as 
depth buffering, alpha blending, logical operations, etc.  Initially, however, it is 
recommended that the respective units be disabled to ensure they are in a known state: 

 
areaStippleMode.Enable  = Permedia3_DISABLE 
AreaStippleMode(areaStippleMode) 
lineStippleMode.StippleEnable = Permedia3_DISABLE 
LineStippleMode(lineStippleMode); 
routerMode.Sequence  = Permedia3_SET 
RouterMode(routerMode)   //Set to skip texture since 
stencil and depth disabled// 
stencilMode.UnitEnable  = Permedia3_DISABLE 
StencilMode(stencilMode) 
depthMode.Enable  = Permedia3_DISABLE 
DepthMode(depthMode) 
colorDDAMode.Enable  = Permedia3_DISABLE 
ColorDDAMode(colorDDAMode) 
textureCoordMode.Enable  = Permedia3_DISABLE 
TextureCoordMode(textureCoordMode) 
textureIndexMode.Enable  = Permedia3_DISABLE 
TextureIndexMode(textureIndexMode) 
textureReadMode.Enable  = Permedia3_DISABLE 
textureReadMode(textureReadMode) 
TextureCompositeColorMode.Enable = Permedia3_DISABLE 
TextureCompositeColorMode(TextureColorMode) 
fogMode.Enable  = Permedia3_DISABLE 
FogMode(fogMode) 
antialiasMode.Enable  = Permedia3_DISABLE 
AntialiasMode(antialiasMode) 
alphaTestMode.Enable  = Permedia3_DISABLE 
AlphaTestMode(alphaTestMode) 
alphaBlendAlphaMode.Enable = Permedia3_DISABLE 
AlphaBlendAlphaMode(alphaBlendAlphaMode) 
alphaBlendColorMode.Enable = Permedia3_DISABLE 
AlphaBlendColorMode(alphaBlendColorMode) 
logicalOpMode.Enable  = Permedia3_DISABLE 
LogicalOpMode(logicalOpMode) 
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The following is a list of software programming tips and techniques which can be applied to 
maximize Permedia3 performance.  Many of these are debug aids and the importance of 
effective debug techniques cannot be overemphasised: 

As soon as we started programming, we found to our surprise that it wasn’t as easy to get 
programs right as we had thought.  Debugging had to be discovered.  I can remember the 
exact instant when I realized that a large part of my life from then on was going to be 
spent in finding mistakes in my own programs. 

                     -  Maurice Wilkes discovers debugging, 1949 
 

The list is intended to be suggestive only and refers back to the Permedia3 Reference 
Guide and earlier chapters of the Programmers Guide. 

• Using Block Writes - e.g. for clears 

• Fast double buffering in a window  

• Disable FB reads-per-pixel if they are not required 

• Incrementing addresses when writing to the FIFO to enable PCI burst transfers 

• Using PCI Disconnect under PIO 

• Using bus mastership (i.e. DMA) 

• Improving DMA bus bandwidth utilization using the indexed FIFO modes 

• Disabling units that are not in use (e.g. Framebuffer reads) 

• Use of the extent register to minimize the area in the localbuffer and framebuffer that 
needs to be cleared 

• Use of the Permedia3 graphics pipeline in preference to the framebuffer (and/or 
localbuffer) bypass when possible 

• Loading registers in unit order (i.e. Rasterizer first - Host Out last) 

• Avoiding unnecessary register updates 

• Miscellaneous debug and generic graphics tips 

�

8.1 Block Writes 

Permedia3 boards are equipped with either SGRAM that supports block writes or SDRAM 
which does not.  This allows up to 32 pixels at a time to be filled with a constant color by a 
single framebuffer write access. This can lead to roughly a 32fold increase in the speed of, 
for instance, clearing a large area of the framebuffer. 
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While this technique is most useful when clearing the framebuffer, it can be used to fill any 
trapezoid.  See volume I, section 4.3.3 - Block Writes. 

6.4 Fast double buffering in a window 

Double buffering is a technique used to achieve visually smooth animation, by rendering a 
scene to an offscreen buffer, before quickly displaying it. 

Permedia3 board designs can readily support a variety of double buffering mechanisms 
depending on the memory configuration and LUT-DAC used, including: 

• %/7�

• )XOO�6FUHHQ�

Note: The best results  can often be achieved by combining double buffering 
techniques. 

8.2 Disable FB Reads per pixel if not required 

The AlphaFiltering bit in FBDestReadMode can reduce unnecessary FB reads.  When set, 
it compares the fragment’s alpha value and if it is equal to the AlphaReference value (held 
in FBReadEnables) then no read is done.  This saves memory bandwidth when the 
destination color doesn't contribute to the fragment's color during blending. 

6.5 Improving PCI bus bandwidth for Programmed I/O and DMA 

Writing data values into the memory mapped registers is appropriate for primitives which 
require few set-up parameters such as 2D lines. 

For more complex primitives such as Gouraud shaded triangles where a significant 
number of registers must be loaded for each primitive, it may be more efficient to write 
directly to the FIFO input. 

The advantage of this mechanism is that it is then possible to use DMA burst transfers. 

The disadvantage is that both the address of the register and the data value to be loaded 
must be written, apparently doubling the amount of data to be loaded. 

However, to improve DMA bus bandwidth utilization, the registers have been grouped into 
blocks which frequently all need to be updated together, and an indexed addressing mode 
is supported which allows a single "address" to be loaded, followed by the data for a whole 
set of registers. 

An additional mode is supported which allows a large number of data values to be loaded 
to the same register. This is useful for image downloads. 

It may also be possible to reduce DMA overhead by re-using DMA buffers and vertex 
buffers. The HostInID register can be used to mark any point in the command stream so 
that the use of index and vertex buffers can be monitored. This register is loaded with an 
ID field;  like the DMA address register, which can be read at any time to check the 
progress of the command stream. 
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6.6 PCI burst transfers under Programmed I/O 

PCI bus burst transfers typically allow up to four times the bandwidth of individual 
transfers. 

However burst transfers are only initiated on the PCI bus when successive addresses are 
being written to (i.e. the byte address is incremented by 4). To facilitate the use of burst 
transfers when using programmed I/O to load the Permedia3 FIFOs, Permedia3 multiply 
maps the FIFO input register throughout the range: 

0x00002000 to 0x00002FFF in region 0 

Thus when data is being loaded into the FIFO a software loop should be written which 
starts by writing the first data item at the lower extreme of this address range, and works 
towards the upper. 

6.7 Using PCI Disconnect Under Programmed I/O 

The PCI bus protocol incorporates a feature known as PCI Disconnect which is supported 
by Permedia3. Once Permedia3 is in this mode, if the host processor attempts to write to 
the full FIFO then instead of the write being lost, Permedia3 asserts PCI Disconnect which 
forces the host processor to retry the write cycle until it succeeds. 

This feature allows faster download of data to Permedia3 since the host need not poll the 
InFIFOSpace register.  However it should be used carefully because the bus is then 
effectively hogged by the host processor until Permedia3 frees up an entry in its FIFO. 

6.8 Using Bus Mastership (DMA) 

Most Permedia3 boards support PCI bus mastership, allowing the on-board DMA of 
Permedia3 to be used to copy data from host memory into permedia3 FIFO. 

Bus mastership mode is asserted in the CFGCommand register using bit 2, 
BusMasterEnable. 

The use of PCI bus mastership has a number of benefits: 

• 3&,�EXV�EDQGZLGWK�XWLOL]DWLRQ�LV�JHQHUDOO\�PXFK�LPSURYHG��3HUPHGLD��KDV�EHHQ�PHDVXUHG�

DFKLHYLQJ�WUDQVIHU�UDWHV�RI�XS�WR������0%\WHV�VHF�ZLWK�D�IDVW�KRVW�VODYH��3���1HSWXQH�FKLSVHW���

• 3&,�EXV�EDQGZLGWK�LV�IXUWKHU�LPSURYHG�EHFDXVH�WKH�GULYHU�VRIWZDUH�QR�ORQJHU�QHHGV�WR�SROO�WKH�

),)2�IODJV�WR�ILQG�KRZ�PDQ\�HQWULHV�DUH�HPSW\��EHIRUH�ORDGLQJ�LW��

• 2YHUDOO�V\VWHP�SHUIRUPDQFH�PD\�EHQHILW�WKURXJK�LQFUHDVHG�SDUDOOHOLVP�EHWZHHQ�3HUPHGLD��DQG�

WKH�KRVW��DV�WKH�KRVW�FDQ�RIWHQ�SHUIRUP�XVHIXO�ZRUN�SUHSDULQJ�WKH�QH[W�'0$�EXIIHU�RQFH�LW�KDV�

LQLWLDWHG�RQH�'0$�WUDQVIHU��

6.9 Disabling units not in use 

As a general rule any units within Permedia3 which are not actively in use for the current 
rendering should be disabled. Each unit has a bit in a control register for this purpose. This 
will maximize pixel throughput in the graphics core. 

In particular it is important to check that unnecessary reads of the localbuffer are not taking 
place. For instance it is perfectly possible to set up the localbuffer read unit such that 
Permedia3 reads per pixel information (such as Z, stencil and GID data) which is then 
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discarded. The effect will be the same visually, but the cost in performance of making the 
memory accesses will be very high. 

Similar comments apply for the framebuffer read unit which again should only be enabled 
to read pixel data when it is essential. 

Note Permedia3 boards typically support hardware writemasks and these should 
be used in preference to the software writemasks. 

6.10 Clearing the localbuffer & framebuffer 

Permedia3 can be instructed in the StatisticsMode StatsType register field  to maintain a 
record of the minimum bounding box (MinRegion and MaxRegion registers) that has 
been rendered to, in a given period.  This can be used to limit the area that must be 
cleared down using span fill. 

For further details see chapter 11, Host Out, on Extent Checking 

6.11 Use of the Framebuffer (or Localbuffer) Bypass 

Whenever possible rendering should be done through the Permedia3 graphics pipeline. 
This is because reading and writing the framebuffer (or localbuffer) using the bypass is 
relatively slow. In some cases performance may even be improved if a small area of the 
framebuffer (and/or localbuffer) is uploaded through the graphics pipeline into a bitmap, 
rendered to, and then downloaded again through the graphics pipeline. 

6.12 Loading Registers in Unit Order 

To maximize performance, the control registers for the next primitive should be loaded into 
the Permedia3 FIFO in unit order. Thus the registers associated with the Rasterizer unit 
should be loaded first, then Scissor unit, Stipple unit, Color DDA, and so on until the last 
unit to be loaded is the Host Out unit (if necessary). Then finally the relevant command 
register should be loaded. 

For the order of the units refer to chapter 1, Error! Reference source not found.. 

6.13 Avoiding Unnecessary Register Updates 

Permedia3 control registers retain their value between one primitive and the next. Thus it 
is not necessary to reload registers that are unchanged between primitives. e.g. the dY 
register usually is set to either +1 or -1 (except when antialiasing). 

In addition calculations of register values can often be shared across primitives, for 
instance between edges in adjacent polygons in meshes. 

6.14 Hardware and Software Context Dumps 

Permedia3 supports ContextDump and ContextRestore commands and a 
StatisticsMode register, with enables for extent checking and picking set in the 
FilterMode register.  These allow the selection of active and passive fragments by screen 
area and other parameters at specific points in the render process, and state switching to 
halt and resume graphic processing while examining the collected data.  
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The decision to use hardware context management may depend on the software regime 
being supported.  In the D3D environment it may be more effective to save all the context 
state in software copies.  When a context is switched to, simply set up the chip again. This 
avoids the need to wait for a Context Dump before switching away from a context and 
takes advantage of D3D’s capabilities.  However the hardware-assisted route is generally 
preferred by OGL developers. 

6.15 Use the Memory Scratchpad Registers 

By keeping track of which primitives have finished rendering it is often possible to avoid 
waiting for chip syncs.  When applications do procedural tetxuring they need to change the 
texture every frame. Normally host access to a texture that has been rendered with 
requires a chip-sync.  Using scratchpad memory to keep track of primitives which have 
finished rendering allows the driver to confirm that the last primitive to use that texture has 
indeed completed and the application can now access the texture immediately with no 
sync.   As long as applications only want to change the texture some time after they 
rendered with it (the best time is just before rendering the new version) then chip-syncs 
can be almost entirely avoided. 

 
The same approach can be used when the application is changing render target and doing 
a render-to-texture or blit-to-texture.  Similarly, when the driver is texture swapping, it can 
tell which textures it can and can’t touch using this tracking information. 

6.16 Miscellaneous Tips 

The following is a set of miscellaneous tips that are not Permedia3 specific but well worth 
using. 

• $YRLG�SROOLQJ�IRU�9EODQN�ZKHQHYHU�SRVVLEOH�EXW�LI�\RX�KDYH�WR�SROO��FRQVLGHU�ZKHWKHU�\RXU�

DSSOLFDWLRQ�LV�WDNLQJ�MXVW�ORQJHU�WKDQ�DQ�LQWHJHU�QXPEHU�RI�9EODQN�LQWHUYDOV�WR�GUDZ�D�IUDPH���

VOLJKWO\�VLPSOLI\LQJ�WKH�IUDPH�WR�PDNH�LW�MXVW�XQGHU�DQ�LQWHJHU�PXOWLSOH�FDQ�GUDPDWLFDOO\�LPSURYH�

SHUIRUPDQFH��

• $QRWKHU�ZD\�RI�ORRNLQJ�DW�WKH�VDPH�SUREOHP�LV��LI�\RX�UHPRYH�\RXU�6ZDS%XIIHUV���FDOOV��GRHV�\RXU�

DSSOLFDWLRQ�UHQGHU�PDQ\�PRUH�IUDPHV�SHU�VHFRQG"��,I�VR��\RX�PLJKW�EH�VSHQGLQJ�D�ORW�RI�WLPH�

ZDLWLQJ�IRU�EXIIHU�VZDSV��DQG�\RX�VKRXOG�WXQH�\RXU�DSS�VR�WKDW�LW�GUDZV�MXVW�HQRXJK�WR�ILW�LQ�RQH�

OHVV�IUDPH�WLPH��

• :KHQ�XVLQJ�'0$�LW�PD\�EH�EHVW�WR�IOXVK�WKH�'0$�EXIIHU�WR�WKH�FKLS�DIWHU�HQWHULQJ�D�ODUJH�

SULPLWLYH�LQ�WKH�EXIIHU��H�J��VFUHHQ�FOHDU���VR�WKDW�WKH�FKLS�LV�GRLQJ�XVHIXO�ZRUN�ZKLOH�IXUWKHU�

SULPLWLYHV�DUH�EHLQJ�SUHSDUHG�RQ�WKH�KRVW��

• 0LQLPL]H�WKH�XVH�RI�WKH�6\QF�FRPPDQG��

• 'RHV�PDNLQJ�\RXU�ZLQGRZ�VPDOOHU�FDXVH�WKLQJV�WR�VSHHG�XS"��,I�VR��\RX
UH�SUREDEO\�ILOO�OLPLWHG�

�ERWWOHQHFNHG�E\�ILOOLQJ�WKH�SL[HOV�LQ�WKH�ZLQGRZ����6SHHG�WKLQJV�XS�E\�UHGXFLQJ�WKH�GHSWK�

FRPSOH[LW\�RI�\RXU�VFHQH�RU�E\�XVLQJ�VLPSOHU�GUDZLQJ�RSHUDWLRQV�ZKHUHYHU�SRVVLEOH��H�J���DYRLGLQJ�

GHSWK�EXIIHULQJ�IRU�WKH�EDFNJURXQG�RU�JURXQG�SODQH���

• 'RHV�PDNLQJ�\RXU�ZLQGRZ�VPDOOHU�KDYH�QR�HIIHFW�RQ�WKH�WLPH�LW�WDNHV�WR�GUDZ�D�IUDPH"�,I�VR��

\RX
UH�SUREDEO\�JHRPHWU\�OLPLWHG��ERWWOHQHFNHG�E\�WUDQVIRUPDWLRQV��FOLSSLQJ��RU�OLJKWLQJ��RU�KRVW�

OLPLWHG��
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• 0HDVXUH�WKH�WLPH�LW�WDNHV�\RXU�DSSOLFDWLRQ�WR�GUDZ�D�IUDPH���1RZ�FRPPHQW�RXW�DOO�WKH�GUDZLQJ�

FDOOV��DQG�PHDVXUH�DJDLQ���,I�PRVW�RI�WKH�HODSVHG�WLPH�SHU�IUDPH�LV�VSHQW�GRLQJ�WKLQJV�RWKHU�WKDW�

GUDZLQJ��\RXU�DSSOLFDWLRQ�LV�SUREDEO\�KRVW�OLPLWHG�UDWKHU�WKDQ�JHRPHWU\�OLPLWHG��

• ,I�\RX
UH�JHRPHWU\�OLPLWHG��\RX�FDQ�VSHHG�WKLQJV�XS�E\�XVLQJ�VLPSOHU�PRGHOV�ZLWK�IHZHU�YHUWLFHV��

E\�UHGXFLQJ�WKH�DPRXQW�RI�FOLSSHG�JHRPHWU\��E\�XVLQJ�IHZHU�OLJKW�VRXUFHV��HWF���,I�\RX
UH�KRVW�

OLPLWHG�\RX�VKRXOG�XVH�SURILOLQJ�WRROV�WR�ILJXUH�RXW�ZKHUH�\RXU�DSSOLFDWLRQ�LV�VSHQGLQJ�LWV�WLPH�DQG�

WKHQ�WXQH�WKRVH�DUHDV��
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6.17 Pseudocode Definitions 

In many areas of the document we use fragments of pseudocode to describe register 
loading. These are based on a C interface to Permedia3 in which each 32 bit register is 
represented as a C structure, potentially split into a series of bit fields.  

Where in an example only a subset of the bit fields in a register are set, it is assumed 
either that a software copy of the register is being modified, or that the current contents of 
the register have first been read back. This style has been chosen for clarity; there are 
often more efficient strategies. 

The constant definitions and register bit field definitions are based upon those used in the 
3Dlabs driver software. Sources including header files are available under source license 
agreement. 

Loading of a Permedia3 register is expressed as: 
register-name(value) 

When writing directly to the register file (i.e. to a FIFO) this would be implemented by 
writing “value” to the mapped-in address of the register called “register-name”. 

Fragmentary examples are not in strict C syntax, a typical example is: 
// Sample code to rasterize a 10x10 rectangle at the  
// framebuffer origin. 
 
StartXDom(0) // Start dominant edge 
StartXSub(1<<16)// Start of subordinate  
dXDom(0x0) 
dXSub(0x0) 
Count(0xA) 
YStart(0) 
dY(1<<16) 
 
// Set-up to render an aliased trapezoid. 
render.AreaStippleEnable = Permedia3_DISABLE 
render.LineStippleEnable = Permedia3_DISABLE 
render.PrimitiveType = Permedia3_TRAPEZOID 
render.FastFillEnable = Permedia3_DISABLE 
render.FastFillIncrement = don’t care 
render.UsePointTable  = Permedia3_FALSE 
render.AntialiasEnable = Permedia3_DISABLE 
render.AntialiasingQuality = don’t care 
render.ResetLineStipple = Permedia3_FALSE 
render.SyncOnBitMask = Permedia3_FALSE 
render.SyncOnHostData = Permedia3_FALSE 
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Render(render)  // Render the rectangle 

 

Code is shown in roman face and comments are C++ style ’//’ indicating that the rest of the 
line is a comment.  Any statement which ends in parenthesis is a register update, other 
statements will generally be variable assignments.  

A variable, say render, is of a type associated with the register being modified. This will 
usually be clear by the context and will not usually be declared as such. All the type 
definitions are in the header files. The values assigned to a register will be either a variable 
as described above, a macro i.e. Permedia3_TRUE , as found in the headers, or an 
immediate constant in C style format (e.g. 0x45).  In registers with several fields some of 
which are not relevant to a particular example, the field can be ignored completely or set to 
don’t care.  In some registers values for fields which need to be set are not readily 
available.  These are typically set as appropriate. 

For some fragments we simply give a list of register updates e.g.: 
// Sample code to rasterize a rectangle 
 
StartXDom() // Start dominant edge 
StartXSub() // Start of subordinate  
dXDom() 
dXSub() 
Count() 
YStart() 
dY() 
 
// Set-up to render an aliased trapezoid. 
 
Render()  // Render the rectangle 

This technique is used to give a feel for the registers involved in a particular operation and 
where a detailed treatment is not warranted. 

To take the address of a register, the name is used, thus this example stores the address 
of the StartXDom register in the buffer pointed to by the variable buf and increments the 
pointer: 

*buf++ = StartXDom  

To test the value of a register the register name is dereferenced using the C ’*’ operator as 
for instance in this example which tests for the completion of a DMA operation: 

while( *DMACount != 0 ) ; 

9.1 Interpolation Calculation 

������ ������	�
��
������
����
�����
To draw from left to right, top to bottom, the color gradients (or deltas) required are: 
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And from the plane equation: 

 
where, to be independent of the order the vertices are provided: 

 
These values allow the color of each fragment in the triangle to be determined by linear 
interpolation. For example, to calculate the red component color value of a fragment at 
Xn,Ym: 

• add dRdy13, for each scanline between Y1 and Yn, to R1, then 

• add dRdx for each fragment along scanline Yn from the left edge to Xn. 

The example chosen has the ‘knee’ i.e. vertex 2, on the right hand side, and drawing is 
from left to right. If the knee were on the left side (or drawing was from right to left), then 
the Y deltas for both the subordinate sides would be needed to interpolate the start values 
for each color component (and the depth value) on each scanline. For this reason 
Permedia3 always draws triangles starting from the dominant edge and towards the 
subordinate edges. For the example triangle, this means left to right. 

������ ���	
����
��������������������������	���
For the example triangle, the Permedia3 registers must be set as follows for color 
interpolation. Note color values are in 24 bit, fixed point 2’s complement 9.15 format. 

�

���/RDG�WKH�FRORU�VWDUW�DQG�GHOWD��YDOXHV�WR�GUDZ�

���D�WULDQJOH�

�
5VWDUW��5���

*VWDUW��*���

%VWDUW��%���

G5G\'RP��G5G\���� ���7R�ZDON�XS�WKH�GRPLQDQW�HGJH�

G*G\'RP��G*G\����

G%G\'RP��G%G\����

G5G[��G5G[�� ���7R�ZDON�DORQJ�WKH�VFDQOLQH�

G*G[��G*G[��

G%G[��G%G[��
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������ ���	
����
��������������
�����
���
To draw from left to right and top to bottom, the depth gradients (or deltas) required for 
interpolation are: 

 
And from the plane equation: 

 
where, as before: 

 
The divisor, shown here as c, is the same as for color gradient values. The two deltas, 
dZdy13 and dZdx allow the Z value of each fragment in the triangle to be determined by 
linear interpolation as was described for the color interpolation above. 
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9.2 Appendix F. Accurate Rendering 

This appendix describes how to calculate the various parameters needed to define a 
Gouraud shaded triangle. This topic is covered in section 1.1.2, however in the interest of 
simplicity some of the finer details were glossed over. The quality of the rasterization and 
shading suffers where these fine details are not included and will give rise to ’stitch marks’ 
and ’bright edge’ artifacts. The main area where simplifications were made earlier relates 
to the fact that vertices are not, in general, coincident with pixel centers so sub pixel 
corrections are necessary. The initial values being interpolated (RGB for example) need to 
be adjusted to account for this. Permedia3 does the necessary X corrections when moving 
from scan line to scan line when the SubPixelCorrection bit is set, but the initial Y 
correction must be done in software. 

Consider a sample triangle, highly magnified to emphasize the sub pixel corrections 
needed: 

 
The vertices are sorted into Y order and the dominant edge is AC. Scan conversion will 
start at vertex A and proceed upwards. The origin is bottom left. 

The usual parameters to interpolate (denoted P in the diagram) across the triangle would 
include color (R, G, B and alpha), depth (Z), fog (F), and texture (S, T, Q, Ks and Kd). The 
source code to set up Permedia3 to achieve the best quality rendering will only calculate 
the parameters for RGBA and Z to keep the size of the code down. 
#include <stdio.h> 
#include <float.h> 
 

// A simple macro which just prints out the register name and value. 
// Replace this with some code to write to Permedia3. 
 
#define LD_Permedia3_REG(name, value)                       \ 
    printf ("%s = %08x\n", #name, value) 
 
 
 
// This software is part of the application note which describes 
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// how Permedia3 is set up to get the best quality rendering. Particular 
// care is taken to avoid cracks, stitch marks and bright edge artifacts 
// from occurring. The OpenGL rasterization rules are used.  
// The software has not been written with maximum performance in mind, 
// but as a clear, well documented example covering the nuances 
// which are easily overlooked. 
 
// Simple vertex structure used to interface parameters to the RenderTriangle 
// function. 
 
typedef struct {    float   x, y, z;        // in device coords 
                    float   r, g, b, a;     // in the range 0.0 to 1.0 
                } Vertex; 
         
 
// Prototypes. 
 
long IntToFixedPoint16 (long i);  
long FloatToColor (float f); 
long FloatToCoordinate (float f); 
void FloatToDepth (float f, long *zi, long *zf); 
void RenderTriangle (Vertex *v0, Vertex *v1, Vertex *v2); 
 

// Defines some simple function to convert from floating point numbers 
// to various fixed point formats. These can be inlined if necessary.  
 
long IntToFixedPoint16 (long i)  
{ 
    return i << 16; 
} 
 
// These functions perform the conversion from floating point numbers 
// to the various fixed point format numbers required in Permedia3.  They 
// are implemented as simple operations on the binary representation 
// of IEEE single precision floating point number so the floating 
// point rounding mode doesn’t need to be set up first and in many  
// cases they are faster than using the built in conversion functions, 
// especially when the range checking and clamping is taken into account. 
  
//  Format of IEEE single-precision (32-bit) real number. 
 
#define F_BIAS      127 
#define F_SIGN_BIT  31 
#define F_EXPONENT_BITS 23 
#define F_FRACTION_BITS 0 
 
 
// Convert 32-bit floating-point value to 9.15 fixed-point value used  
// for the color parameters.  The input range is assumed to be 0.0  
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// to 1.0.  The algorithm is: 
// If exponent < -15 then return (0x00000000), otherwise 
// if exponent < 8 then return (-1**(s) * 1.f * 2**(e - 127)), otherwise 
// return ((s == 1) ? 0xff800000 : 0x007fffff). 
 
long FloatToColor (float fi) 
{ 
    long            f = *((long *) &fi); 
    long            sign; 
    unsigned char   exponent; 
 
    sign = (f >> F_SIGN_BIT); 
    exponent = (unsigned char)(f >> F_EXPONENT_BITS); 
    if (exponent < (F_BIAS-15)) 
        return (0); 
    if (exponent < (F_BIAS+8)) 
    { 
        f = ((unsigned long)((f | 0x00800000) << 8) 
                                              >> ((F_BIAS+16) - exponent)); 
        if (sign < 0) 
            f = -f; 
        return (f); 
    } 
    return (0x007fffff ^ sign); 
} 
 
 
 
// Convert 32-bit floating-point value to 16.16 fixed-point value used  
// for the rasterizer parameters.   
// If exponent < 0 then return (0x00000000), otherwise 
// if exponent < 31 then return (-1**(s) * 1.f * 2**(e - 127)), otherwise 
// return ((s == 1) ? 0x80000000 : 0x7fffffff). 
 
long FloatToCoordinate (float fi) 
{ 
    long            f = *((long *) &fi); 
    long            sign; 
    unsigned char   exponent; 
    long            res; 
 
    sign = f >> F_SIGN_BIT; 
    exponent = (unsigned char) (f >> F_EXPONENT_BITS); 
    if (exponent < (F_BIAS-16)) 
        return (0); 
    if (exponent < (F_BIAS+15)) 
    { 
        res = ((unsigned long)((f | 0x00800000) << 8)  
                                                >> ((F_BIAS+15) - exponent)); 
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        if (sign < 0) 
            res = -res; 
        return (res); 
    } 
    return (0x7fffffff ^ sign); 
} 
 
 
// Convert 32-bit floating-point value to 24.16 fixed-point value as  
// used by the Z values.  Note that this assumes a 24 bit Z buffer. 
// If exponent < -16 then return (0x0000000000000000), otherwise 
// if CLAMP_24_16 is defined and is non-zero: 
// if exponent < 23 then return (-1**(s) * 1.f * 2**(e - 127)), otherwise 
// return ((s == 1) ? 0xff80000000000000 : 0x007fffffffff0000). 
// otherwise: 
// return (-1**(s) * 1.f * 2**(e - 127)). 
 
void FloatToDepth (float fi, long *zi, long *zf) 
{ 
    long            f = *((long *) &fi); 
    long            sign; 
    unsigned char   exponent; 
    long            resh; 
    unsigned long   resl; 
 
    sign = (f >> F_SIGN_BIT); 
    exponent = (unsigned char)(f >> F_EXPONENT_BITS); 
    if (exponent < (F_BIAS-16)) 
    { 
        *zi = 0; 
        *zf = 0; 
        return; 
    } 
    if (exponent < (F_BIAS+23)) 
    { 
        f = ((f | 0x00800000) << 8); 
        if (exponent < (F_BIAS+0)) 
        { 
            resh = 0; 
            resl = ((unsigned long) f >> ((F_BIAS-1) - exponent)); 
        } 
        else 
        { 
            unsigned char shift; 
 
            shift = ((F_BIAS+31) - exponent);   // 8 <= shift < 32  
            resh = ((unsigned long) f >> shift); 
            resl = (f << (31 - shift));         // shifts >= 32 undefined  
            resl <<= 1;                         // so we must shift twice  



Permedia3 Programmer’s Guide Volume II 
 Appendices 

�(PEFW Proprietary and Confidential 9-9 

        } 
        if (sign < 0) 
        { 
            unsigned long old_resl; 
 
            resl = ~resl; 
            resh = ~resh; 
            old_resl = resl; 
            resl += 0x00010000; 
            if (resl < old_resl)        // overflow  
                ++resh; 
        } 
    } 
    else 
    { 
        resh = (0x007fffff ^ sign); 
        resl = (0xffff0000 ^ sign); 
    } 
    resl &= 0xffff0000; 
    *zi = resh; 
    *zf = resl; 
} 
 
#define SAME 0 
#define REVERSED ~SAME 
#define ORDER(v0, v1, v2, order) {a = v0; b = v1; c = v2; windingOrder = order;} 
 
void RenderTriangle (Vertex *v0, Vertex *v1, Vertex *v2)  
{ 
    float   dxAB, dyAB, dxBC, dyBC, dxAC, dyAC; // Diff in x,y for each edge. 
    float   drAC, dgAC, dbAC, daAC, dzAC;      // Diff in rgbz for dominant edge 
    float   drBC, dgBC, dbBC, daBC, dzBC;       // Diff in rgbz for the BC edge. 
    float   dxdyAC, dxdyAB, dxdyBC;             // Edge gradients for unit  
                                                // set in y 
    float   drdxdy, dgdxdy, dbdxdy;  
    float   dadxdy, dzdxdy; 
    float   drdx, dgdx, dbdx, dadx, dzdx;       // Gradients for unit step in x. 
    float   r0, g0, b0, a0, z0;                 // Start values 
    float   area, oneOverArea, t1, t2;                   
    float   oneOverdyAC;                 
    Vertex  *a, *b, *c;                         // Sorted vertices. 
    long    xDomFixed, xSubFixed; 
    float   dyErr, yBottom, yTop;        
    long    iyBottom, iyTop;                 
    int     windingOrder;                       // Not used. 
    long    zi, zf; 
    long    temp; 
         
    // Sort vertices into ascending Y order. *a points to the vertex with the 
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    // lowest y value. Compare winding order of the pre and post sorted vertices  
    // and set winding order flag as appropriate (this is only needed if culling 
    // based on the winding order is to be done). 
     
    if (v0->y < v1->y)  
    { 
        if (v1->y < v2->y)  
            ORDER (v0, v1, v2, SAME) 
        else 
            if (v0->y < v2->y) 
                ORDER (v0, v2, v1, REVERSED) 
            else  
                ORDER (v2, v0, v1, SAME) 
    } 
    else  
    { 
        if (v1->y < v2->y)  
        { 
            if (v0->y < v2->y)  
                ORDER (v1, v0, v2, REVERSED) 
            else  
                ORDER (v1, v2, v0, SAME) 
        } 
        else 
            ORDER (v2, v1, v0, REVERSED) 
    } 
 
    // Compute signed area of the triangle. 
    // Form vectors for two edges of the triangle. 
    dxAC = a->x - c->x; 
    dxBC = b->x - c->x; 
    dyAC = a->y - c->y; 
    dyBC = b->y - c->y; 
     
    // Form the cross product of the two edges. 
    area = dxAC * dyBC - dxBC * dyAC; 
 
    if (area == 0.0) 
        return;             // Reject zero area triangles. 
         
    // A negative area just means the order of the vertices, after sorting, was  
    // clockwise. Note this may be different from original input order. 
    if (area < 0.0) 
        area = -area;           // Make positive. 
     
    // The dx/dy value (change in x for unit change in y) are needed for  
    // each edge so the rasterizer can compute the new left and right hand  
    // x coordinates as it steps from one scan line to the next. Horizontal  
    // or near horizontal edges will have very large gradients but these will 
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    // be handled later. Values for AC and BC have already been calculated so  
    // just do the remaining edge.  
 
    dxAB = a->x - b->x; 
    dyAB = a->y - b->y; 
 
    // The dominant edge is always AC (i.e. the edge with the maximum Y extent). 
    // Compute the change in rgbaz along this edge for unit change in y. 
    oneOverdyAC = 1.0 / dyAC; 
 
    // Differences along edge AC 
    drAC = a->r - c->r; 
    dgAC = a->g - c->g; 
    dbAC = a->b - c->b; 
    daAC = a->a - c->a; 
    dzAC = a->z - c->z; 
     
    // Gradient along edge AC for each parameter. 
    drdxdy = drAC * oneOverdyAC; 
    dgdxdy = dgAC * oneOverdyAC; 
    dbdxdy = dbAC * oneOverdyAC; 
    dadxdy = daAC * oneOverdyAC; 
    dzdxdy = dzAC * oneOverdyAC; 
    dxdyAC = dxAC * oneOverdyAC; 
 
    // Difference along edge BC 
    drBC = b->r - c->r; 
    dgBC = b->g - c->g; 
    dbBC = b->b - c->b; 
    daBC = b->a - c->a; 
    dzBC = b->z - c->z; 
 
    // Compute the change in rgbaz when taking unit steps in x. 
    oneOverArea = 1.0 / area; 
 
    t1 = dyAC * oneOverArea; 
    t2 = dyBC * oneOverArea; 
 
    drdx = drAC * t2 - drBC * t1; 
    dgdx = dgAC * t2 - dgBC * t1; 
    dbdx = dbAC * t2 - dbBC * t1; 
    dadx = daAC * t2 - daBC * t1; 
    dzdx = dzAC * t2 - dzBC * t1; 
 
    // A general triangle will need to be split into two trapezoids for 
    // rendering. Either of these trapezoids may have a zero height in  
    // which case the triangle has a flat top or bottom.  The rasterizer 
    // and DDAs are still set up, however the count may be zero. 
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    // Fill lower trapezoid. 
    yBottom = a->y; 
    yTop = b->y; 
     
    // The y coordinates are converted to integer values, taking into 
    // account the openGL rules which determine which pixels fall within 
    // the boundary. 
 
    temp = FloatToCoordinate (yBottom);     // float to 16.16 fixed point 
    temp += 0x00007fff;                         // add in nearly a half 
    iyBottom = temp >> 16;                      // extract integer part 
 
    temp = (int) FloatToCoordinate (yTop);  // float to 16.16 fixed point 
    temp += 0x00007fff;                         // add in nearly a half 
    iyTop = temp >> 16;                         // extract integer part 
 
    dyErr = iyBottom + 0.5 - yBottom; 
 
    // Check for the case when AB is a true horizontal edge to prevent a divide 
    // by zero. 
    if (dyAB == 0.0) 
        dyAB = FLT_MIN;             // set to a very small number. 
 
    dxdyAB = dxAB / dyAB;    
     
    // Move the rgbaz values at vertex a along the edge AC in proportion 
    // to how far the vertex a is from the pixel center in the y direction 
    // to do the sub pixel adjustment in Y.  Permedia3 does the sub pixel 
    // adjustment in X automatically, if enabled. 
 
    r0 = a->r + dyErr * drdxdy; 
    g0 = a->g + dyErr * dgdxdy; 
    b0 = a->b + dyErr * dbdxdy; 
    a0 = a->a + dyErr * dadxdy; 
    z0 = a->z + dyErr * dzdxdy; 
     
    // Similarly for the start values for the left and right hand edges. 
    xDomFixed = FloatToCoordinate (a->x + dyErr * dxdyAC); 
    xSubFixed = FloatToCoordinate (a->x + dyErr * dxdyAB); 
 
    // Load up Permedia3 with the parameters. 
     
    // Rasterizer. Note that the RasterizerMode is set to add  
    // __Permedia3_START_BIAS_ALMOST_HALF to the XDom, XSub and  
    // Y Start values to conform to the OpenGL rasterization rules. 
 
    LD_Permedia3_REG(StartXDom, xDomFixed); 
    LD_Permedia3_REG(dXDom.     FloatToCoordinate (dxdyAC)); 
    LD_Permedia3_REG(StartXSub, xSubFixed); 
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    LD_Permedia3_REG(dXSub,     FloatToCoordinate (dxdyAB)); 
    LD_Permedia3_REG(StartY,    IntToFixedPoint16 (iyBottom)); 
    LD_Permedia3_REG(dy,        IntToFixedPoint16 (1)); 
    LD_Permedia3_REG(Count,     (iyTop - iyBottom)); 
 
    // Color DDA. 
    LD_Permedia3_REG(Rstart,    FloatToColor (r0));  
    LD_Permedia3_REG(dRdx,      FloatToColor (drdx));    
    LD_Permedia3_REG(dRdyDom,   FloatToColor (drdxdy)); 
    LD_Permedia3_REG(Gstart,    FloatToColor (g0)); 
    LD_Permedia3_REG(dGdx,      FloatToColor (dgdx));    
    LD_Permedia3_REG(dGdyDom,   FloatToColor (dgdxdy)); 
    LD_Permedia3_REG(Bstart,    FloatToColor (b0));  
    LD_Permedia3_REG(dBdx,      FloatToColor (dbdx));        
    LD_Permedia3_REG(dBdyDom,   FloatToColor (dbdxdy)); 
    LD_Permedia3_REG(AStart,    FloatToColor (a0)); 
    LD_Permedia3_REG(dAdx,      FloatToColor (dadx));    
    LD_Permedia3_REG(dAdyDom,   FloatToColor (dadxdy)); 
 
    // Depth DDA. 
    FloatToDepth (z0, &zi, &zf); 
    LD_Permedia3_REG(ZStartU,   zi); 
    LD_Permedia3_REG(ZStartL,   zf); 
 
    FloatToDepth (dzdx, &zi, &zf); 
    LD_Permedia3_REG(dZdxU,     zi); 
    LD_Permedia3_REG(dZdxL,     zf); 
 
    FloatToDepth (dzdxdy, &zi, &zf); 
    LD_Permedia3_REG(dZdyDomU,  zi); 
    LD_Permedia3_REG(dZdyDomL,  zf); 
 
    // Render the trapezoid ... 
    LD_Permedia3_REG(Render,    0x00014041); 
 
    // Fill upper trapezoid. 
    yBottom = b->y; 
    yTop = c->y; 
 
    // The y coordinates are converted to integer values, taking into 
    // account the openGL rules which determine which pixels fall within 
    // the boundary. 
 
    temp = FloatToCoordinate (yBottom); // float to 16.16 fixed point 
    temp += 0x00007fff;                     // add in nearly a half 
    iyBottom = temp >> 16;                  // extract integer part 
 
    temp = FloatToCoordinate (yTop);        // float to 16.16 fixed point 
    temp += 0x00007fff;                     // add in nearly a half 
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    iyTop = temp >> 16;                     // extract integer part 
 
    // Find the dyErr value for vertex B so that the start value for x can be 
    // corrected. 
    dyErr = iyBottom + 0.5 - yBottom; 
 
    // Check for the case when BC is a true horizontal edge to prevent a divide 
    // by zero. 
    if (dyBC == 0.0) 
        dyBC = FLT_MIN;             // set to a very small number. 
 
    dxdyBC = (dxBC / dyBC);  
 
    // Set up the rasterizer for the upper trapezoid.  All other DDA units 
    // can carry on with their parameters as they are walking up the same 
    // edge. 
    xSubFixed = FloatToCoordinate (b->x + dyErr * dxdyBC); 
    LD_Permedia3_REG(StartXSub, xSubFixed); 
    LD_Permedia3_REG(dxSub, FloatToCoordinate (dxdyBC)); 
    LD_Permedia3_REG(ContinueNewSub, (iyTop - iyBottom)); 
}
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9.3 Glossary 

�����������	
����
� A color buffer of higher resolution than the displayed buffer 
(typically 16bits per component for an 8bit per component 
display). Typically used to sum the result of rendering several 
frames from slightly different viewpoints to achieve motion blur 
effects or eliminate aliasing effects. 

�����

�����
	� A fragment which passes all the various culling tests, such as 
scissor, depth(Z), alpha, etc., is written to/combined with the 
corresponding pixel in the framebuffer. See also "fragment" and 
"passive fragment". 

������	� A phenomena  resulting from a rendering style which ignores the 
fact that a pixel may not be wholly covered by a primitive, leading 
to jagged edges on primitives. 

�����
����
� A memory buffer containing the fourth component of a pixel’s 
color in addition to Red, Green and Blue. This component is not 
displayed, but may be used for instance to control color blending 
and antialiasing. 

�����
�
�� A test used to cull selected fragments from being drawn, based 
on a comparison of a fixed value with the alpha value of the 
fragment. 

�	��������	� A rendering style which weights the color of a pixel by the fraction 
of its area that is covered by primitives, leading to reduction or 
elimination of jagged edges. 

������ Bit aligned block transfer. Copy of a rectangular array of pixels in 
a bitmap from one location to another. 

�����
����
 A feature provided in some SGRAM devices which allows multiple pixels 
to be set to a given value by a single write. See also fast fill which is an 
alternative name for the same feature. 

�����	�
�
����
� A register which when loaded triggers activity in Permedia3. For instance 
the Render command register when loaded will cause Permedia3 to 
start rendering the specified primitive with the parameters currently set 
up in the control registers. 

��	�
�� The state information associated with a particular task. Typically in a 
system more than one task will be using Permedia3 to render primitives. 
Software on the host must save away the current contents of the 
Permedia3 control registers when suspending one task to allow another 
to run, and must restore the state when that task is next scheduled to 
run. 

��	����
�
����
� A register which contains state that dictates how Permedia3 will 
execute a command. 
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������� The process of eliminating a fragment, object face, or primitive, 
so that it is not drawn. 

��� Digital Differential Analyzer. An algorithm for determining the 
pixels to draw along a line or polygon edge. Also used to 
interpolate linearly varying values such as color and depth. 

	
��
���������
� A memory buffer containing the depth component of a pixel. 
Used to, for example, eliminate hidden surfaces. 

	
��
���
��� A technique which determines the color of a pixel based on its 
depth. Used, for instance, to fade far away objects into the 
background. See also fogging. 

	��

���� A rendering style which increases the perceived range of 
displayed colors at the cost of spatial resolution. The technique is 
similar to the use of stippled patterns of black and white pixels, to 
achieve shades of grey on a black and white display. 

	����
�����
���� A technique for achieving smooth animation, by rendering only to 
an undisplayed back buffer, and then swapping the back buffer to 
the front once drawing is complete. 

��������� A feature provided in SGRAM devices which allows multiple 
pixels to be set to a given value by a single write. See also block 
write which is an alternative name for the same feature. 

������� A technique which determines the color of a pixel based on its 
depth. Used, for instance, to fade far away objects into the 
background. See also depth-cueing. 

�������
�������
�� Used to allow higher animation rates by enabling localbuffer pixel 
data, such as depth (Z), to be cleared down - not required or 
supported in Permedia3 

�����
�� A fragment is an object generated as a result of the rasterization 
of a primitive. It corresponds to and contains all the components 
of a single pixel. If a fragment passes all the various culling tests, 
such as scissor, depth(Z), alpha, etc., it will be written 
to/combined with the corresponding pixel in the framebuffer. 

����
����
� An area of memory containing the displayable color buffers (front, 
back, left, right, overlay, underlay), their (optional) associated 
alpha components, and any associated (optional) window control 
information. This memory is typically separate from the 
localbuffer. 

����
������������ A component of a pixel containing information used for per pixel 
clipping. 


���� The processor which controls Permedia3. 
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����������	 An area of memory which may be used to store the following 
non-displayable pixel information: depth(Z), stencil, Graphic ID.  


����
���	������ A fragment which fails one or more of the various culling tests, 
such as scissor, depth(Z), alpha, etc., is nor written to/combined 
with the corresponding pixel in the framebuffer. See also 
"fragment" and "active fragment". 


���� Picture element. A pixel comprises the bits in all the buffers 
(whether stored in the localbuffer or framebuffer), corresponding 
to a particular location in the framebuffer. 


	�����
� A geometric object to be rendered. The Permedia3 primitives are 
points, lines, trapezoids (including triangles as a subset), and 
bitmaps. 

	����	������� The act of converting a point, line, polygon, or bitmap, in device 
coordinates, into fragments. 

	����	��� Conversion of primitives in object coordinates into an image. 

������	����� A means of culling fragments which lie outside the defined 
scissor rectangle. The scissor rectangle is defined in device 
coordinates. 

�������������	 A buffer used to store information about a pixel which controls 
how subsequent stenciled fragments at the same location may 
be combined with its current value. Typically used to mask 
complex two-dimensional shapes. 

���

�� A one or two dimensional binary pattern which is used to cull 
fragments from being drawn. 

���� A process, or thread on the host which uses the Permedia3 
coprocessor. Typically tasks assume that they have sole use of 
Permedia3 and rely on a device driver to save and restore their 
Permedia3 context, when they are swapped out. 

����� Texture element. An element of an image stored in texture 
memory which represents the color of the texture to be applied 
(fully or in part) to a corresponding fragment. 

�����	� An image used to modify the color of fragments during 
processing. Often used for instance to achieve high realism in a 
scene, with relatively few primitives. 

�����	����

��� The process of applying a two dimensional image to a primitive. 
For instance to apply a wood grain effect to a table. 

�����������	��������	�

 A buffer containing control bits used by display hardware to 
select between multiple hardware LUTs or display buffers (such 
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as overlay and underlay) on a per pixel basis. Usually a given 
value in the buffer corresponds to a single window on the screen. 

��������	 A bit pattern used to enable or inhibit the writing of the 
corresponding bits of a fragment’s color into the framebuffer.
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